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CODE OR AS SPECIFIED IN APPENDIX
‘D' FOR BELOW GRADE (SEE NOTE 1)

CONTINUOUS 4" (100mm) ROUND
PERFORATED DRAIN TILE COVERED
WITH 6" (150mm) CRUSHED GRANULAR
AS PER CODE

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) IN ADDITION TO FOOTING SIZE INDICATED BY CODE, ADD 1"
(25.4mm) WIDTH TO STRIP FOOTING FOR EVERY 1'0" (305mm) OF
CONCRETE WALL HEIGHT ABOVE 8'0" (2440mm) PER STORY

CONTINUOUS CONCRETE FOOTING ON UNDISTURBED
SOIL AS PER CODE. FOOTING SIZE AS PER CODE FOR 6"
(152mm) CONCRETE BASEMENT WALL PLUS ONE STORY
CONCRETE OR MASONRY WALL (NON-BRICK FINISH &
PREVAILING SITE CONDITIONS)

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requi . If this is not revie d and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

Appendix B

Detail: \on-Brick Finish

Building Section, Basement 8" (203mm) Form Unit, 1 Story 4" (102mm) Form Unit,
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