
2'-8" [813mm]

16" [405mm]

6" [152mm]

10"
[254mm]

8"
 [2

03
m

m
]

4'
- 6

" [
13

72
m

m
] M

AX
.

FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

TREMCO EXOAIR 110AT FROM FRAME
TO INTERIOR FACE OF NUDURA FORM

THERMAL BARRIER PROTECTION AS
REQUIRED PER LOCAL CODE

NUDURA 6" (152mm) OR 8"
(203mm) TAPER TOP FORM UNIT

1 12" (38mm) CONCRETE COVER
TO VERTICAL STEEL

#4 (10M) @ 16" (405mm) HORIZ x 20" (508mm)
VERT BENT BARS @ 16" (405mm) o.c.

4" (102mm) INSULATED CONCRETE
FLOOR SLAB (OPTIONAL)

ANCHOR BOLTS AS REQUIRED
PER LOCAL CODE

#4 (10M) VERTICAL BAR
@ 16" (405mm) o.c.

#4 (10M) HORIZONTAL BAR
@ 18" (457mm)

NUDURA 6" (152mm) OR 8"
(203mm) STANDARD FORM UNIT

3- #4 (10M) BAR CONTINUOUS

DRAINED EARTH IN
ACCORDANCE w/OBC

3" (75mm) MINIMUM CONCRETE
COVER TO REINFORCEMENT
STEEL

*REFER TO STRUCTURAL NOTES (C-13)

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY FOAM

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)
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Knee Wall Detail, Basement Nudura Form Unit, One or Two Storey Wood
Frame, Taper Top Form Unit, Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.
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