
2"x8" (38mmx184mm) VERTICAL
MOUNTED ANCHOR BLOCK
BOLTED TO CONCRETE  AS
SHOWN WITH 2: 12" (13mm)
DIAMETER STANDARD "L" SHAPED
ANCHOR BOLTS (BY OTHERS)

EPS FOAM REMOVED AT BOLT
LOCATIONS ONLY

OVERHEAD GARAGE DOOR
TENSION SPRING (TYPICAL) AND
MOUNTING ANCHOR BRACKET
FASTENED TO 2"X8" (38mmx184mm)
VERTICAL MOUNTED ANCHOR
BLOCK (BY OTHERS)

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR
FUNCTIONAL EQUIVALENT

OVERHEAD GARAGE DOOR
(TYPICAL) AND SUPPORT
ROLLER TRACK (BY OTHERS)

2:2"X6" (38mmx140mm) FINISH
GRADE WOOD EXTENSIONS (OR
CONSTRUCTION GRADE WRAPPED
WITH PAINT AND BRAKE FORCE
ALUMINUM) (BY OTHERS)

ALUMINUM DRIP CAP FLASHING
INSTALLED BELOW FINISH FOR FULL
FRAME WIDTH INSTALLED AS PER
CODE OR AS SPECIFIED

LINTEL REINFORCEMENT AS
SPECIFIED PER APPENDIX 'E'

EXTERIOR FINISH AS SPECIFIED

NUDURA 6" (152mm)
STANDARD  FORM UNIT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3" (76mm)
MIN. ON EPS BOTH SIDES

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH TYPE)
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Typical Residential Garage Door Attachment to Nudura 6" (152mm) Form
Unit, Head Detail, Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.


	Sheets and Views
	Appendix C-C-20


