
NUDURA 6" (152mm) FORM UNIT (AS SHOWN)
NUDURA 8" (203mm) FORM UNIT-SIMILAR

MIN 12" (13mm)
GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED PER APPENDIX 'D'
(SEE NOTE 1)

INSULATED CONCRETE SLAB

CONTINUOUS PERFORATED
DRAIN WITH CRUSHED
STONE

NUDURA 6" (152mm)
STANDARD FORM UNIT

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY
FOAM

CONTINUOUS CONCRETE FOOTING
ON UNDISTURBED SOIL (FOOTING
REINFORCEMENT AS PER CODE
OR AS SPECIFIED)
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Appendix C

JN
05 10/15/2025

NTS C-1

Nudura 6" (152mm) Form Unit, Footing Detail, with Insulated Slab

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

MIN. 12" (13mm) GYPSUM BOARD

WOOD JOIST/TJI/TRUSS AS SPECIFIED

FLOOR SHEATHING

MIN. 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

NUDURA 6" (152mm)
STANDARD FORM UNIT

CAULK JOINT

RIM JOIST

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR FUNCTIONAL
EQUIVALENT; ANCHORAGE AS
PER CODE OR SPECIFIED

SHEATHING

EXTERIOR FINISH
AS SPECIFIED

TYPICAL WOOD FRAMED
CONSTRUCTION

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT (WHEN
REQUIRED BY LOCAL CODE OR
SELECTED FINISH TYPE)
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NTS C-2

Nudura 6" (152mm) Form Unit Below Grade, Wood Frame Above Grade,
Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

TYPICAL WOOD FRAMED CONSTRUCTION

MIN. 12" (13mm) GYPSUM BOARD

WOOD JOIST/TJI/TRUSS AS SPECIFIED

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

NUDURA 6" (152mm)
TAPER TOP FORM UNIT

MIN. 12" (13mm) GYPSUM BOARD

MAXIMUM BRICK VENEER
HEIGHT AS PER CODE

BRICK VENEER c/w 1" (25mm)
AIR SPACE AND BRICK TIES AS
PER CODE

ADDITIONAL ANCHORAGE OF
FRAME TO PLATE INSTALLED
WHERE REQUIRED BY CODES FOR
HIGHER SEISMIC CATEGORIES

FLASHING MATERIAL AND
WEEP HOLES AS PER CODE

NUDURA 6" (152mm)
STANDARD FORM UNIT

TREMCO ENVIRODRI OR FUNCTIONAL
EQUIVALENT (WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH TYPE)

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

TREMCO/NUDURA
APPROVED PARGE COAT

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR FUNCTIONAL
EQUIVALENT; ANCHORAGE AS
PER CODE OR SPECIFIED
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NTS C-3

Nudura 6" (152mm) Taper Top, Nudura 6" (152mm) Form Unit Below Grade,
Wood Frame Above Grade, Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.
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OPTION 1 (ANCHOR BOLTS)

OPTION 3
ICF HANGER SYSTEM
INSTALLED TO
MANUFACTURERS
SPECIFICATIONS
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ASSUMING MAX. 58" (16mm)
DIAMETER BOLTS

2 
1/
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m

) M
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.

MIN. 1/2" (13mm) GYPSUM BOARD
(ALL OPTIONS)

TOP OF LOWER CONCRETE POUR

SHEAR BRACKET

JOIST HANGER

RIM JOIST

LEDGER BOARD

JOIST HANGER

SUB FLOOR

WOOD JOIST/TJI/
TRUSS AS
SPECIFIED

BOLT SIZE & c/c SPACING
AS PER CODE OR AS
SPECIFIED

ADDITIONAL ANCHORAGE OF
FRAME TO RIM JOIST
INSTALLED WHERE REQUIRED
BY CODES FOR HIGHER
SEISMIC CATEGORIES

45° BEVEL TOP & BOTTOM
OF OPENING

OPTION 2
(LEDGER CONNECTION
SYSTEM AS MANUFACTURED
BY SIMPSON STRONG TIE,
SPACING AND INSTALL PER
MANUFACTURES
SPECIFICATIONS)

EXTERIOR FINISH
AS SPECIFIED

NUDURA 6" (152mm)
STANDARD FORM UNIT

HORIZ/VERT REINFORCING AS
PER CODE OR AS SPECIFIED
IN APPENDIX 'D' FOR ABOVE
GRADE (SEE NOTE 1)

MULTI PURPOSE HANGER
SYSTEM INSTALLED PER
MANUFACTURERS
SPECIFICATIONS

WOOD JOIST/TJI/TRUSS AS SPECIFIED

WOOD JOISTS/TJI/TRUSSES AS SPECIFIED

BLOCKING BETWEEN JOISTS
AS PER CODE

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR SELECTED
FINISH TYPE) (ALL OPTIONS)

EPS FOAM TO BE REMOVED
PRIOR TO CONCRETE
PLACEMENT AT BOLT
LOCATIONS ONLY
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NTS C-4

Nudura 6" (152mm) Form Unit, Floor Connection Options, Floor Types and
Exterior Finish as Specified

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



0'-1 11/16" [43mm]

1
2" (13mm)

FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

GRADE MINIMUM 2% SLOPE

5 
1 2"

 (1
40

m
m

)

#4 (10M) BRICK LEDGE STIRRUP
FROM 20" (509mm) LENGTH OF BAR

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT (WHEN
REQUIRED BY LOCAL CODE OR
SELECTED FINISH TYPE) MIN. 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

BLOCKING BETWEEN JOISTS
AS PER CODE

MIN. 12" (13mm) GYPSUM BOARD

FLOOR CONNECTION AS
PER DETAIL C-4 (OPTION 3
SHOWN) OPTION 1 OR 2 SIMILAR

#4 (10M) BRICK LEDGE STIRRUP
@ 8" (200mm) c/c

TOP OF FIRST CONCRETE POUR

MAXIMUM 27'-0" (8230mm) OF
SUPPORTED BRICK VENEER

NUDURA 6" (152mm)
STANDARD FORM UNIT

BRICK VENEER c/w 1"
(25mm) AIR SPACE AND
BRICK TIES AS PER CODE

#4 (10M) CONTINUOUS

FLASHING MATERIAL
AND WEEP HOLES AS
PER CODE

TREMCO/NUDURA
APPROVED PARGE COAT

WOOD JOIST/TJI/TRUSS AS SPECIFIED
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NTS C-5

Nudura 6" (152mm) Form Unit, Floor Connection Options, Floor Types and
Exterior Finish as Specified

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM, SPACING

OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18" (457mm) O.C. AND
VERTICAL REINFORCEMENT TO BE SPECIFIED AT MULTIPLES OF 8" (203mm)
O.C. REFER TO NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. MINIMUM CONCRETE COMPRESSIVE STRENGTH AT 28 DAYS 3000 PSI (20 MPa).
3. REINFORCING STEEL SHALL BE HARD GRADE DEFORMED BARS CONFORMING

TO ASTM A615/A61SM-05A-60,000 ksi YIELD STRENGTH (USA). (CSA G30.18-A92
(R2002) Fy=400MPa (CAN).

4. WALL REINFORCING SHALL BE IN ACCORDANCE WITH NUDURA INTEGRATED
BUILDING SYSTEM, LOCAL CODE OR ENGINEERING DRAWINGS. (AS SPECIFIED)

5. BRICK UNIT WEIGHT: 41 lbs/ft² (1.9KPa) IN VERTICAL PLANE.
6. MAXIMUM WALL HEIGHT: 27 ft (8.23m) UNLESS ENGINEERED OTHERWISE.
7. ASSUME BRICK INSTALLATION IN ACCORDANCE WITH APPLICABLE CODES
8. BRICK LEDGE DETAIL ADEQUATE FOR SEISMIC AREAS Sa 0.2 ≤ 1.2 (CAN) &

MAXIMUM SEISMIC CATEGORY D₂ (USA)

AutoCAD SHX Text
12

AutoCAD SHX Text
2

AutoCAD SHX Text
9  " (241mm)12" (241mm)



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

GRADE MINIMUM 2% SLOPE

MIN. 12" (13mm) GYPSUM BOARD

BLOCKING BETWEEN JOISTS
AS PER CODE

WOOD JOIST/TJI/TRUSS
AS SPECIFIED

SUB FLOOR

MIN. 12" (13mm) GYPSUM BOARD

FLOOR CONNECTION AS
PER DETAIL C-4 (OPTION 3
SHOWN) OPTION 1 OR 2 SIMILAR

NUDURA 6" (152mm)
STANDARD FORM UNIT

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO/NUDURA
APPROVED PARGE COAT

EXTERIOR FINISH AS SPECIFIED

HORIZ/VERT REINFORCEMENT AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

NUDURA 4" (102mm)
STANDARD FORM UNIT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH
TYPE)
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NTS C-6

Nudura 6" (152mm) Form Unit Below Grade, Nudura 4" (102mm) Form Unit
Above Grade, Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

GRADE MINIMUM 2% SLOPE

MIN. 12" (13mm) GYPSUM BOARD

BLOCKING BETWEEN JOISTS
AS PER CODE

WOOD JOIST/TJI/TRUSS AS SPECIFIED

SUB FLOOR

MIN. 12" (13mm) GYPSUM BOARD

2x4 (38mmx89mm) SILL PLATE ON SILL
GASKET- ANCHOR BOLTS AS PER CODE

ADDITIONAL ANCHORAGE OF FRAME
TO PLATE INSTALLED WHERE
REQUIRED BY CODES FOR HIGHER
SEISMIC CATEGORIES

NUDURA 8" (203mm) TAPER TOP
FORM UNIT

NUDURA 8" (203mm)
STANDARD FORM UNIT

NUDURA 4" (102mm)
STANDARD FORM UNIT

HORIZ/VERT REINFORCEMENT AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

EXTERIOR FINISH AS SPECIFIED

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH
TYPE)

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO/NUDURA
APPROVED PARGE COAT
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NTS C-7

Nudura 8" (203mm) Form Unit Below Grade, Nudura 4" (103mm) Form Unit
Above Grade, Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

GRADE MINIMUM 2% SLOPE

MIN. 12" (13mm) GYPSUM BOARD

BLOCKING BETWEEN JOISTS
AS PER CODE

WOOD JOIST/TJI/ TRUSS
AS SPECIFIED

SUB FLOOR

MIN. 12" (13mm) GYPSUM BOARD

FLOOR CONNECTION AS PER
DETAIL C-4 (OPTION 3 SHOWN)
OPTION 1 OR 2 SIMILAR

NUDURA 8" (203mm)
TAPER TOP FORM UNIT

HORIZ/VERT REINFORCING
AS PER CODE OR AS
SPECIFIED IN APPENDIX 'D'
(SEE NOTE 1)

MAXIMUM BRICK VENEER
HEIGHT AS PER CODE

NUDURA 4" (102mm)
STANDARD FORM UNIT

TOP OF FIRST CONCRETE POUR

BRICK VENEER c/w 1" (25mm)
AIR SPACE AND BRICK TIES AS
PER CODE

FLASHING MATERIAL AND
WEEP HOLES INSTALLED AS
PER CODE

NUDURA 8" (203mm)
STANDARD FORM UNIT

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH
TYPE)
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NTS C-8

Nudura 8" (203mm) Form Unit Below Grade, Nudura 4" (103mm) Form Unit
Above Grade, Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



SOFFIT/FASCIA AS PER
CODE

MIN. 12" (13mm)
GYPSUM BOARD

2 LAYERS OF HOMEGA OR
STANDARD ATTIC
INSULATION AS PER CODE

6 MIL (0.15 mm)
POLYETHYLENE VAPOR
BARRIER (CONTINUOUS)
LAPPED AND SEALED TO
NUDURA FORM

1x4 (28mmx89mm) FURRING
STRIP (FACTORY
EMBEDDED) (16" (400mm) c/c)

6x6 (152mmx152mm)
EXOAIR 110AT OR
FUNCTIONAL EQUIVALENT

ROOF SHEATHING & ROOFING
MATERIAL FINISH AS SPECIFIED

ENGINEERED ROOF TRUSSES

ENGINEERED FRAMING SYSTEM BY
PREBUCK LLC OR FUNCTIONAL
EQUIVALENT; ANCHORAGE AS PER
CODE OR SPECIFIED

EMBEDDED ROOF TRUSS  ANCHOR
USING THE ICF HANGER INSERT
PLATE INSTALLED PER
MANUFACTURERS SPECIFICIATIONS

NUDURA 6" (152mm)
STANDARD FORM UNIT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX "D" (SEE NOTE 1)

MIN. 12" (13mm) GYPSUM BOARD

BRICK OR NON-BRICK
FINISH AS SPECIFIED

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH
TYPE)

HOMEGA ANGULAR CUT AT
EDGE AND SEALED TO WALL
WITH TREMCO LOW
EXPANSION SPRAY FOAM

RIGID PANEL (1
2" (13mm)

GYPSUM BOARD)
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NTS C-9

Nudura 6" (152mm) Form Unit, Roof Connection Detail with Roof Trusses,
Brick or Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



CONCRETE
WALL WIDTH

1" (25.4mm)

EPS

HEIGHT OF SUPPORTED BRICK ABOVE ANGLE

ANCHOR SPACING

ANCHOR SIZE

ANGLE SIZE

1/2" DIAMETER

(610mm)
24"

(12.5mm DIAMETER)

 10'-0" (3050mm)
L4" x 4" x 1/4"

(L102mm x 102mm x 6.35mm)

20'-0" (6100mm)

(L102mm x 102mm x 6.35mm)
L4" x 4" x 1/4"

(12.5mm DIAMETER)
1/2" DIAMETER

16"
(406mm)

4"
(1

00
m

m
)

2"
 (5

0m
m

)

1" (25.4mm) CONCRETE COVER
NUDURA STANDARD FORM UNIT

EPS FOAM TO BE REMOVED PRIOR
TO PLACEMENT OF CONCRETE AT
BOLT LOCATIONS ONLY

ANCHOR BOLT w/2" (51mm)
BEND (SEE TABLE)

BACKER ROD AND SEALANT

BRICK VENEER c/w
1" (25mm) AIR
SPACE AND BRICK
TIES AS PER CODE

STEEL ANGLE (SEE TABLE)

FLASHING MATERIAL
AND WEEP HOLES AS
SPECIFIED PER CODE

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)

EXOAIR 110AT OR
FUNCTIONAL EQUIVALENT
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Appendix C

JN/NL
05 10/15/2025

NTS C-10

Brick Shelf Angle, Back of Angle Flush with EPS Exterior (Multi-Story
Application) Pre-Installation Mount

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2. ASSUMES BRICK INSTALLATION IN ACCORDANCE WITH APPLICABLE
CODES.

3. MINIMUM STEEL Fy=43.5 ksi (300 MPa) YIELD STRENGTH FOR ANGLES.
4. ANGLES AND BOLTS TO BE GALVANIZED OR STAINLESS STEEL TO

MEET THE REQUIREMENT OF TABLE 5.1 OF CSA A370-04 (CAN) OR
ASTM E754 (USA) (CONNECTIONS FOR MASONRY ANCHORS AND TIES).



CONCRETE
WALL WIDTH

4"
 (1

00
m

m
)

EPS

(L152mm x 102mm x 9.5mm)
L6" x 4" x 3/8"

* ANCHORS SPECIFIED ABOVE ARE HILTI HEAVY DUTY ANCHORS

HEIGHT OF SUPPORTED BRICK ABOVE ANGLE
20'-0" (6100mm)

EMBEDMENT

ANGLE SIZE

ANCHOR SPACING

ANCHOR SIZE */

16"

HSL M12/25

10'-0" (3050mm)
L6" x 4" x 5/16"

(L152mm x 102mm x 7.9mm)

3.2" (80mm)

(406mm)

 4.2" (105mm)
HSL M16/25

16"
(406mm)

HILTI ANCHORS TO BE SIZED AS PER TABLE BELOW
2"

 (5
0m

m
)

1" (25.4mm) CONCRETE COVER

WEDGE ANCHOR
(SEE TABLE)

NUDURA STANDARD FORM UNIT

NUDURA EPS FOAM TO BE
REMOVED AT BOLT LOCATIONS
ONLY- FOAM TO BE REPLACED
AFTER SHELF ANGLE
INSTALLATION

FLASHING MATERIAL AND
WEEP HOLES AS SPECIFIED
PER CODE

STEEL ANGLE (SEE TABLE)

BRICK VENEER c/w 1" (25mm)
AIR SPACE AND BRICK TIES
AS PER CODE

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)
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Appendix C

JN/NL
05 10/15/2025

NTS C-11

Brick Shelf Angle, Back of Angle Flush with EPS Exterior (Multi-Story
Application) Pre-Installation Mount

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM, SPACING

OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18" (457mm) O.C. AND
VERTICAL REINFORCEMENT TO BE SPECIFIED AT MULTIPLES OF 8" (203mm)
O.C. REFER TO NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. CONTRACTOR TO INSTALL ANCHORS AS PER SUPPLIERS SPECIFICATIONS.
3. ASSUMES BRICK INSTALLATION IN ACCORDANCE WITH APPLICABLE CODES.
4. MINIMUM STEEL Fy=43.5 ksi (300 MPa) YIELD STRENGTH FOR ANGLES.
5. ANGLES AND BOLTS TO BE GALVANIZED OR STAINLESS STEEL TO MEET THE

REQUIREMENT OF TABLE 5.1 OF CSA A370-04 (CAN) OR ASTM E754 (USA)
(CONNECTIONS FOR MASONRY ANCHORS AND TIES).

6. MAINTAIN u/s OF ANCHOR SHAFT 2" (50mm) MINIMUM CLEARANCE FROM
WEBS AND 1" (25mm) COVER ALL AROUND



12"
(300mm)

MIN.

TREMCO/NUDURA
APPROVED PARGE COAT

NUDURA 6" (152mm)
STANDARD FORM UNIT

MIN. 12" (13mm)
GYPSUM BOARD

INSULATED CONCRETE SLAB

CONTINUOUS CONCRETE
FOOTING ON UNDISTURBED
SOIL AS PER CODE

#5 (15M) x 20" (510mm) DOWELS
@ 48" (1220mm) o.c. (TYPICAL)

4" (100mm) CONTINUOUS
PERFORATED DRAIN TILE COVERED
WITH 6" (150mm) GRANULAR FILL

MINIMUM 36" (900mm)
PROJECTION 3" (75mm) THICK
INSULATION (SLOPE AWAY
FROM WALL)

HORIZ/VERT REINFORCEMENT AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

EXTERIOR FINISH AS SPECIFIED

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE
(SEE NOTE 2)

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY
FOAM
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Appendix C

JN/NL
07 5/6/2026

NTS C-12

Nudura 6" (152mm) Form Unit
at Shallow Insulated Footing, Exterior Finish as Specified

HDE
KR/KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. WATERPROOFING MEMBRANE IS NOT REQUIRED EXCEPT WHEN
THE INTERIOR FINISHED FLOOR LEVEL IS BELOW THE EXTERIOR
FINISHED GRADE LEVEL.
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Appendix C

TVC
06 10/15/2025

NTS C-13

Laterally Unsupported Knee Wall Details for Nudura Form Unit, One or Two
Storey Wood Frame Brick and Non-Brick Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

  STRUCTURAL NOTES
 (DETAIL C-14, C-15, C-16)

GENERAL NOTES:

1. THE DESIGN AND CONSTRUCTION OF ALL WORK ON THIS PROJECT SHALL CONFORM TO THE LATEST EDITIONS OF PART 9 OF THE NATIONAL BUILDING CODE
 (CAN), SECTION R404/R611 OF THE 2012 IRC, SECTIONS R404 AND R608 OF THE 2015 IBC, LOCAL REGULATIONS AND BYLAWS AND THE OCCUPATIONAL
 HEALTH AND SAFETY ACT. THIS DESIGN APPLIES TO RESIDENTIAL BUILDINGS ONLY.

2. THE CONTRACTOR SHALL VERIFY ALL CONDITIONS AND MEASUREMENTS AT THE SITE AND REPORT TO THE ENGINEER ANY DISCREPANCIES OR
 UNSATISFACTORY CONDITIONS WHICH MAY ADVERSELY AFFECT THE PROPER COMPLETION OF THE PROJECT BEFORE PROCEEDING WITH THE WORK.

3.  AN AUTHORIZED NUDURA TRAINED INSTALLER SHALL BE CONTACTED BY THE CONTRACTOR FOR INSPECTIONS OF THE FOUNDATION, REINFORCING STEEL
 PLACEMENT, ONLY IF REQUIRED BY THE BUILDING OFFICIAL.

DESIGN PARAMETERS:

1.  DESIGN LOADS ARE UNFACTORED UNLESS NOTED OTHERWISE:
 § SOIL PRESSURE (LIVE) = 20.4 kN/m³ (130 pcf)
 DRAINED EARTH IN ACCORDANCE WITH NBC & IRC (CAN)
 § AREA SURCHARGE (LIVE) = 2.4 kPa (50 psf) (CAN AND USA)

2. FOUNDATIONS TO BEAR DIRECTLY ON MATERIAL SUITABLE FOR 75 kPa (1,566 psf) BEARING PRESSURE, UNLESS NOTED. REFER TO SOIL ENGINEERS REPORT
 FOR FOUNDATION DEPTHS, BEARING PREPARATION, ETC. AS MAY BE REQUIRED BY THE LOCAL BUILDING OFFICIAL.

3.  SOIL BEARING CAPACITY SPECIFIED MAY NEED TO BE VERIFIED BY A GEOTECHNICAL ENGINEER PRIOR TO THE PLACING OF FOUNDATIONS AND SLABS, ANY
 NON-CONFORMANCE WITH THE SPECIFIED MINIMUM CATEGORIES MUST BE IMMEDIATELY REPORTED TO THE STRUCTURAL ENGINEER.

CONCRETE AND REINFORCING STEEL:

1.  CONCRETE WORK SHALL CONFORM TO THE LATEST EDITIONS OF CSA. A23.1,2&3 (CAN) & ACI 318 (USA) FOR MATERIALS AND WORKMANSHIP.

2. USE MINIMUM GRADE 400 (60 ksi)YIELD STRENGTH DEFORMED REBAR PLACED IN ACCORDANCE WITH MANUAL OF STANDARD PRACTICE.

3.  THE MINIMUM 28 DAY COMPRESSIVE STRENGTH OF CONCRETE SHALL BE:
 § 20 MPA (2,900 psi) FOR FOOTINGS
 § 20 MPA (2,900 psi) FOR WALLS

4.  ALL CONCRETE SHALL BE TESTED BY A CSA CERTIFIED OR IAS ACCREDITED CONCRETE TESTING LABORATORY.

5.  USE HIGH FREQUENCY VIBRATION TO PLACE ALL CONCRETE.

6.  ALL CONCRETE SHALL BE KEPT MOIST DURING THE FIRST TWO DAYS OF CURING.

7.  TAKE ADEQUATE MEASURES TO PROTECT CONCRETE FROM EXPOSURE TO FREEZING TEMPERATURES AT LEAST 7 DAYS AFTER CONCRETE PLACEMENT.

8.  MAINTAIN THE FOLLOWING CLEAR CONCRETE COVER TO REINFORCEMENT:
 §  75 mm (3 inches) FOR CONCRETE PLACED AGAINST THE EARTH (BOTTOM OF FOOTINGS).

9.  MINIMUM BAR LAP LENGTH SHALL BE:
 § MINIMUM 40 TIMES THE BAR DIAMETER (10M = 450mm, 15M = 640mm) (CAN) OR,
 § IN ACCORDANCE WITH TABLE R611.5.4(1) OF IRC 2009/2012 OR TABLE 608.5.4(1) OF IRC 2015 (USA)

FOUNDATIONS:

1.  FOOTINGS TO BEAR DIRECTLY ON UNDISTURBED NATIVE SOILS OR APPROVED ENGINEERED FILL SUITABLE FOR MINIMUM DESIGN BEARING PRESSURES (REFER
 TO SOIL ENGINEERS REPORT FOR RECOMMENDATIONS).

2.  SOFT AREAS UNCOVERED DURING EXCAVATION SHALL BE SUB-EXCAVATED TO SOUND MATERIAL AND FILLED WITH CLEAN, FREE DRAINING GRANULAR SOIL
 COMPACTED TO 100% STANDARD PROCTOR DRY DENSITY (SPDD).

3.  DO NOT EXCEED A RISE OF 7 IN A RUN OF 10 (35 DEGREES) IN THE LINE OF SLOPE BETWEEN ADJACENT FOOTING EXCAVATIONS OR ALONG STEPPED
 FOOTINGS. USE STEPS NOT EXCEEDING 600 mm (24 INCHES) IN HEIGHT AND NOT LESS THAN  600 mm (24 INCHES) IN LENGTH, IN ACCORDANCE WITH NBC
 OR PROV. CODES SECTION 9.15.3.9 (CAN) OR APPLICABLE CLAUSES FOR SLOPE CONDITION OF SECTION R403 OF THE 2009, 2012, AND 2015 IRC (USA).

4.  MAINTAIN UNSUPPORTED SIDES OF EXCAVATION ONLY IF SAFE INCLINATION OF THE SIDES OF THE EXCAVATION IS PROVIDED IN ACCORDANCE WITH THE SOILS
 ENGINEER'S RECOMMENDATIONS.

5.  ERECT, MAINTAIN, AND IF REQUIRED, REMOVE A SUPPORTING SHORING SYSTEM ALONG THE SIDES OF THE EXCAVATION, DESIGNED BY A PROFESSIONAL
 ENGINEER, IN ACCORDANCE WITH THE SOILS REPORT AND WPHMS OR OHSA STANDARDS.

6.  PROTECT SOIL FROM FREEZING ADJACENT TO AND BELOW ALL FOOTINGS.

7.  BACKFILL AGAINST FOUNDATION WALL IN SUCH A MANNER THAT THE LEVEL OF BACKFILL MATERIAL ON ONE SIDE OF THE WALL IS NEVER MORE THAN 450
 mm (18 INCHES) DIFFERENT FROM THE LEVEL ON THE LOWER SIDE OF THE WALL, EXCEPT WHERE TEMPORARY SUPPORT FOR THE WALL IS PROVIDED OR
 WALLS ARE DESIGNED FOR SUCH UNEVEN PRESSURES (AS IN ATTACHED DETAIL).

8.  SHOULD UNDERGROUND WATER BE ENCOUNTERED, PROVIDE DE-WATERING FACILITIES TO KEEP WATER LEVEL BELOW FOOTINGS AND POUR AN ADDITIONAL 75
 mm (3") LAYER OF LEAN CONCRETE UNDER ALL FOOTINGS.

9.  LOCATE ALL FOOTINGS AND PIERS CENTRALLY UNDER COLUMNS AND WALLS UNLESS NOTED OTHERWISE.



2'-8" [813mm]

16" [405mm]
10"

[254mm]

8" [203mm]

4'- 6" [1372mm]
MAX.

*REFER TO STRUCTURAL NOTES (C-13)

FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

TREMCO EXOAIR 110AT
FROM FRAME TO INTERIOR
FACE OF NUDURA FORM

THERMAL BARRIER PROTECTION
AS REQUIRED PER LOCAL CODE

NUDURA 6" (152mm) OR 8"
(203mm) TAPER TOP FORM UNIT

1 12" (38mm) CONCRETE COVER TO
VERTICAL STEEL

#4 (10M) @ 16" (405mm) HORIZ x 20"
(508mm) VERT BENT BARS @ 16" (405mm)
o.c.

4" (102mm) INSULATED CONCRETE
FLOOR SLAB (OPTIONAL)

ANCHOR BOLTS AS REQUIRED
PER LOCAL CODE

#4 (10M) VERTICAL BAR
@ 16" (405mm) o.c.

DRAINED EARTH IN
ACCORDANCE w/OBC

3" (75mm) MINIMUM CONCRETE
COVER TO REINFORCEMENT STEEL

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

#4 (10M) HORIZONTAL
BAR @ 18" (457mm)

NUDURA 6" (152mm) OR 8"
(203mm) STANDARD FORM UNIT

3- #4 (10M) BAR CONTINUOUS

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY FOAM

6" [152mm]
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Appendix C

KS
08 10/15/2025

NTS C-14

Knee Wall Detail, Basement Nudura Form Unit, One or Two Storey Wood
Frame, Taper Top Form Unit, Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.
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FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

TREMCO EXOAIR 110AT FROM FRAME
TO INTERIOR FACE OF NUDURA FORM

THERMAL BARRIER PROTECTION AS
REQUIRED PER LOCAL CODE

NUDURA 6" (152mm) OR 8"
(203mm) TAPER TOP FORM UNIT

1 12" (38mm) CONCRETE COVER
TO VERTICAL STEEL

#4 (10M) @ 16" (405mm) HORIZ x 20" (508mm)
VERT BENT BARS @ 16" (405mm) o.c.

4" (102mm) INSULATED CONCRETE
FLOOR SLAB (OPTIONAL)

ANCHOR BOLTS AS REQUIRED
PER LOCAL CODE

#4 (10M) VERTICAL BAR
@ 16" (405mm) o.c.

#4 (10M) HORIZONTAL BAR
@ 18" (457mm)

NUDURA 6" (152mm) OR 8"
(203mm) STANDARD FORM UNIT

3- #4 (10M) BAR CONTINUOUS

DRAINED EARTH IN
ACCORDANCE w/OBC

3" (75mm) MINIMUM CONCRETE
COVER TO REINFORCEMENT
STEEL

*REFER TO STRUCTURAL NOTES (C-13)

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY FOAM

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)
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Appendix C

KS
08 10/15/2025

NTS C-15

Knee Wall Detail, Basement Nudura Form Unit, One or Two Storey Wood
Frame, Taper Top Form Unit, Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
 MIN. 6" (150mm)

 OR AS PER CODE

ANCHOR BOLTS AS REQUIRED
PER LOCAL CODE

THROUGH WALL FLASHING TO
EXTEND OVER TAPER TOP FORM
AND PARGE COAT AS PER CODE

#4 (10M) VERTICAL BAR
@ 16" (405mm) o.c.

#4 (10M) HORIZONTAL BAR
@ 18" (457mm)

NUDURA 6" (152mm) OR 8"
(203mm) STANDARD FORM UNIT

3- #4 (10M) BAR CONTINUOUS

DRAINED EARTH IN
ACCORDANCE w/OBC

3" (75mm) MINIMUM CONCRETE
COVER TO REINFORCEMENT
STEEL

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY FOAM
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TREMCO EXOAIR 110AT FROM FRAME
TO INTERIOR FACE OF NUDURA FORM

THERMAL BARRIER PROTECTION AS
REQUIRED PER LOCAL CODE

NUDURA 6" (152mm) OR 8"
(203mm) TAPER TOP FORM UNIT

1 12" (38mm) CONCRETE COVER
TO VERTICAL STEEL

#4 (10M) @ 16" (405mm) HORIZ x 20" (508mm)
VERT BENT BARS @ 16" (405mm) o.c.

4" (102mm) INSULATED CONCRETE
FLOOR SLAB (OPTIONAL)

*REFER TO STRUCTURAL NOTES (C-13)

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)
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Appendix C

KS
08 10/15/2025

NTS C-16

Knee Wall Detail, Basement Nudura Form Unit, One or Two Storey Wood
Frame, Double Sided Taper Top Form Unit, Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.



FINISHED GRADE
MIN. 6" (150mm) OR
AS PER CODE

MIN. 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCING AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

INSULATED CONCRETE SLAB

#5 (15M) x 20" (508mm) LONG
DOWEL @ 48" (1220mm) o.c. (TYPICAL)
OR #4 (10M) x 20" (508mm) LONG DOWEL
@ 24" (610mm) o.c. (TYPICAL)

CONTINUOUS CONCRETE FOOTING ON
UNDISTURBED SOIL AS PER CODE AND
NOTES PER APPLICABLE SECTION IN
APPENDIX 'B'

BAR LAP LENGTH AS PER
APPENDIX 'D'

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY
LOCAL CODE OR
SELECTED FINISH TYPE)

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY
FOAM

NUDURA 6" (152mm)
STANDARD FORM UNIT

TOP OF FIRST CONCRETE POUR

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE
(SEE NOTE 2)

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

TREMCO/NUDURA
APPROVED PARGE COAT

HORIZ/VERT REINFORCING
BELOW GRADE SHALL BE
IDENTICAL TO ABOVE GRADE
WALL REINFORCING
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Appendix C

KS
03 10/15/2025

NTS C-17

Nudura 6" (152mm) Form Unit Stem Wall at Slab on Grade, Insulated
Concrete Slab, Non-Brick Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. WATERPROOFING MEMBRANE IS NOT REQUIRED EXCEPT WHEN
THE INTERIOR FINISHED FLOOR LEVEL IS BELOW THE EXTERIOR
FINISHED GRADE LEVEL.



GRADE MINIMUM 2% SLOPE

FINISHED GRADE
MIN. 6" (150mm) OR
AS PER CODE

TOP OF CONCRETE POUR

MIN. 12" (13mm) GYPSUM BOARD

INSULATED CONCRETE SLAB

CONTINUOUS CONCRETE FOOTING
ON UNDISTURBED SOIL AS PER
CODE AND NOTES PER APPLICABLE
SECTION IN APPENDIX 'B'

NUDURA STANDARD 6"
(152mm) FORM UNIT

NUDURA 6" (152mm)
BRICK LEDGE FORM UNIT

FLASHING MATERIAL AND
WEEP HOLES AS PER CODE

HORIZ/VERT REINFORCEMENT AS PER
CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

BRICK VENEER c/w 1" (25mm) AIR
SPACE AND BRICK TIES AS PER CODE

#5 (15M) x 20" (508mm) LONG
DOWEL @ 48" (1220mm) o.c.
(TYPICAL) OR
#4 (10M) x 20" (508mm) LONG
DOWEL @ 24" (610mm) o.c.
(TYPICAL)

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH
TYPE)

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO/NUDURA
APPROVED PARGE COAT

TREMCO DYMONIC 100 OR
LOW EXPANSION SPRAY
FOAM

BELOW GRADE VERTICAL
REINFORCING SHALL BE MINIMUM
#4 (10M) @ 8" (203mm) o.c. OR
WITH ADDITIONAL REINFORCING
INSTALLED  AS PER APPENDIX 'D'
SPECIFICATIONS. HORIZONTAL
REINFORCING SHALL BE
INSTALLED AS PER APPENDIX 'D'

*REFER TO ENGINEERING NOTES FOR THE BRICK LEDGE UNIT ON DETAIL C-5
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NTS C-18

Nudura 6" (152mm) Form Unit Stem Wall at Slab on Grade, Insulated
Concrete Slab, Non-Brick Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. WATERPROOFING MEMBRANE IS NOT REQUIRED EXCEPT WHEN
THE INTERIOR FINISHED FLOOR LEVEL IS BELOW THE EXTERIOR
FINISHED GRADE LEVEL.



OVERHEAD GARAGE DOOR
(TYPICAL) AND SUPPORT
ROLLER TRACK (BY OTHERS)

GARAGE DOOR FRAME (BY OTHERS)

INSULATED GARAGE
CONCRETE FLOOR SLAB AS
PER CODE (OPTIONAL)

BRICK OR NON-BRICK FINISH
AS SPECIFIED

OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

NUDURA 6" (152mm) HEIGHT ADJUSTER
(AS SHOWN) OR STANDARD FORM CUT
TO SUIT WALL HEIGHT

TEMPORARY FORM SUPPORT
SCREWED TO FASTENING STRIPS

NUDURA 6" (152mm)
STANDARD FORM UNIT

DRIVEWAY MATERIAL
(PAVEMENT, UNISTONE,
ETC.) AND STONE UNDERLAY
AS SPECIFIED

VERTICAL REINFORCING BELOW
GRADE SHALL BE IDENTICAL TO
ABOVE GRADE WALL REINFORCING

CONTINUOUS CONCRETE FOOTING
ON UNDISTURBED SOIL AS PER
NOTES IN SECTION B-17

#5 (15M) x 20" (508mm) LONG
DOWEL @ 48" (1220mm) o.c.
(TYPICAL) OR
#4 (10M) x 20" (508mm) LONG
DOWEL @ 24" (610mm) o.c.
(TYPICAL)
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Nudura 6" (152mm) Form Unit Stem Wall, Typical Garage Door Connection,
Brick or Non-Brick Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.



2"x8" (38mmx184mm) VERTICAL
MOUNTED ANCHOR BLOCK
BOLTED TO CONCRETE  AS
SHOWN WITH 2: 12" (13mm)
DIAMETER STANDARD "L" SHAPED
ANCHOR BOLTS (BY OTHERS)

EPS FOAM REMOVED AT BOLT
LOCATIONS ONLY

OVERHEAD GARAGE DOOR
TENSION SPRING (TYPICAL) AND
MOUNTING ANCHOR BRACKET
FASTENED TO 2"X8" (38mmx184mm)
VERTICAL MOUNTED ANCHOR
BLOCK (BY OTHERS)

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR
FUNCTIONAL EQUIVALENT

OVERHEAD GARAGE DOOR
(TYPICAL) AND SUPPORT
ROLLER TRACK (BY OTHERS)

2:2"X6" (38mmx140mm) FINISH
GRADE WOOD EXTENSIONS (OR
CONSTRUCTION GRADE WRAPPED
WITH PAINT AND BRAKE FORCE
ALUMINUM) (BY OTHERS)

ALUMINUM DRIP CAP FLASHING
INSTALLED BELOW FINISH FOR FULL
FRAME WIDTH INSTALLED AS PER
CODE OR AS SPECIFIED

LINTEL REINFORCEMENT AS
SPECIFIED PER APPENDIX 'E'

EXTERIOR FINISH AS SPECIFIED

NUDURA 6" (152mm)
STANDARD  FORM UNIT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3" (76mm)
MIN. ON EPS BOTH SIDES

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH TYPE)
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Typical Residential Garage Door Attachment to Nudura 6" (152mm) Form
Unit, Head Detail, Non-Brick Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.
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MIN 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3" (76mm)
MIN. ON EPS BOTH SIDES
(SEE NOTE 2)

GYPSUM BOARD RETURN

SILL EXTENSION

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT, LAPPED
& SEALED TO WINDOW FRAME (OR
SILL PAN) (SEE NOTE 2)

MIN 12" (13mm) GYPSUM BOARDOPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

SILL PAN (OPTIONAL) INSTALL
WINDOW UNIT AND
ASSOCIATED FLASHINGS PER
MANUFACTURER'S
RECOMMENDATIONS, CODE
REQUIREMENTS AND
PROJECT DOCUMENTS

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR
FUNCTIONAL EQUIVALENT

LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

NUDURA 6" (152mm) STANDARD
FORM UNIT

EXTERIOR FINISH AS SPECIFIED

ALUMINUM DRIP CAP FLASHING
INSTALLED BELOW FINISH FOR
FULL WIDTH OF FRAME AS PER
CODE OR AS SPECIFIED

CUTOUT FOR CONCRETE
PLACEMENT AND
CONSOLIDATION

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH TYPE)
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Standard 6" (152mm) Form Unit, Window Head/Sill Detail, Non-Brick Finish,
Window to Exterior
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL
APPLICABLE CODES (CODE GOVERNS)
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MIN 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED PER APPENDIX 'D'
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3" (76mm)
MIN. ON EPS BOTH SIDES
(SEE NOTE 2)

ENGINEERED FRAMING SYSTEM BY
PREBUCK LLC OR FUNCTIONAL
EQUIVALENT

SILL EXTENSION TRIM

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT, LAPPED
& SEALED TO WINDOW FRAME (OR
SILL PAN) (SEE NOTE 2)

MIN 12" (13mm) GYPSUM BOARD

BRICK VENEER w/ 1" (25mm)
CAVITY AND BRICK TIES AS
PER CODE

NUDURA 6" (152mm) STANDARD
FORM UNIT

WEEP HOLES AND THROUGH
WALL FLASHING AS PER
CODE OR AS SPECIFIED

STEEL LINTEL

CONTINUOUS CAULKING
AROUND FRAME AT CONTACT
TO MASONRY

SILL PAN (OPTIONAL) INSTALL
WINDOW UNIT AND
ASSOCIATED FLASHINGS PER
MANUFACTURER'S
RECOMMENDATIONS, CODE
REQUIREMENTS AND
PROJECT DOCUMENTS

OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

CUTOUT FOR CONCRETE
PLACEMENT AND
CONSOLIDATION

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT
(WHEN REQUIRED BY LOCAL
CODE OR SELECTED FINISH TYPE)
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NTS C-22

Standard 6" (152mm) Form Unit, Window Head/Sill Detail, Brick Veneer Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA

FORM, SPACING OF HORIZONTAL REINFORCEMENT TO BE
SPECIFIED AT 18" (457mm) O.C. AND VERTICAL REINFORCEMENT
TO BE SPECIFIED AT MULTIPLES OF 8" (203mm) O.C. REFER TO
NUDURA REINFORCEMENT PLACEMENT DETAILS.

2. AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL
APPLICABLE CODES (CODE GOVERNS)



MIN 12" (13mm) GYPSUM BOARD

OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

BLOCKING BETWEEN JOISTS

FLOOR FINISH AS
SPECIFIED

1
2" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
PER APPENDIX 'D' (SEE NOTE 1)

NUDURA 6" (152mm) STANDARD
FORM UNIT

EXTERIOR FINISH AS
SPECIFIED

LINTEL REINFORCEMENT AS PER
CODE OR AS SPECIFIED

ALUMINUM DRIP CAP FLASHING
INSTALLED BELOW FINISH FOR
FULL FRAME WIDTH INSTALLED
AS PER CODE OR AS SPECIFIED

EXTENDED DOOR FRAME SCREWED
DIRECTLY INTO NUDURA CONCRETE
CORE

DOOR THRESHOLD

EXTERIOR CONCRETE SLAB
AND SLOPE AS PER CODE

TREMCO/NUDURA
APPROVED PARGE COAT

NUDURA 6" (152mm) TAPER TOP
FORM UNIT OR HAND CUT TAPER
BELOW DOOR OPENING ONLY

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT (WHEN
REQUIRED BY LOCAL CODE OR
SELECTED FINISH TYPE) EXOAIR 110AT, DYMONIC 100

OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES

PROPRIETARY EMBEDDED
JOIST ANCHORAGE SYSTEM
OR EQUIVALENT

FLOOR JOISTS/TRUSSES
AS SPECIFIED

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3"
(76 mm) MIN. ON EPS BOTH SIDES
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HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED PER APPENDIX 'D'
(SEE NOTE 1)
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NTS C-23

Standard 6" (152mm) Form Unit, Door Head/Threshold Detail, Non-Brick Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM, SPACING

OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18" (457mm) O.C. AND
VERTICAL REINFORCEMENT TO BE SPECIFIED AT MULTIPLES OF 8" (203mm)
O.C. REFER TO NUDURA REINFORCEMENT PLACEMENT DETAILS.



MIN 12" (13mm) GYPSUM BOARD

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

BLOCKING BETWEEN JOISTS

FLOOR FINISH AS SPECIFIED

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3" (76 mm)
MIN. ON EPS BOTH SIDES

MIN 12" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT AS
PER CODE OR AS SPECIFIED PER
APPENDIX 'D' (SEE NOTE 1)

NUDURA 6" (152mm)
STANDARD FORM UNIT

BRICK VENEER c/w 1"
(25mm) AIR SPACE AND
BRICK TIES

WEEP HOLES AND THROUGH
WALL FLASHING AS PER CODE
OR AS SPECIFIED

STEEL LINTEL AS
SPECIFIED PER CODE

CONTINUOUS CAULKING AROUND
FRAME AT CONTACT TO MASONRY

EXTENDED DOOR FRAME
SCREWED DIRECTLY INTO
NUDURA CONCRETE CORE

DOOR THRESHOLD

OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

EXTERIOR CONCRETE SLAB
AND SLOPE AS PER CODE

TREMCO/NUDURA
APPROVED PARGE COAT

NUDURA 6" (152mm) BRICK
LEDGE FORM UNIT

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

PROPRIETARY EMBEDDED JOIST
ANCHORAGE SYSTEM OR
EQUIVALENT

FLOOR JOISTS/TRUSSES
AS SPECIFIED

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES
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HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED PER APPENDIX 'D'
(SEE NOTE 1)

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT (WHEN
REQUIRED BY LOCAL CODE OR
SELECTED FINISH TYPE)
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Standard 6" (152mm) Form Unit, Door Head/Threshold Detail,
Brick Veneer Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.

NOTES:
1. FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM, SPACING

OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18" (457mm) O.C. AND
VERTICAL REINFORCEMENT TO BE SPECIFIED AT MULTIPLES OF 8" (203mm)
O.C. REFER TO NUDURA REINFORCEMENT PLACEMENT DETAILS.
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