
TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

TREMCO TREMDRAIN AS
SPECIFIED AND/OR
TREMCO PROTECTION
BOARD

WATERPROOF CONCRETE TO
152mm ABOVE GRADE

TREMCO WATERSTOP

TREMCO/NUDURA
APPROVED DAMP PROOF
COURSE/RADON BARRIER

WATERPROOF CONCRETE

75mm FLOOR
SCREED

90mm INSULATED CONCRETE SLAB

HORIZONTAL/VERTICAL REINFORCEMENT
AS SPECIFIED BY LOCAL PRESCRIPTIVE
OR ENGINEERING DESIGN

NUDURA STANDARD 152mm FORM UNIT

PLASTER BOARD

100mm PERFORATED
DRAINAGE PIPE

GRANULAR FILL
FOR DRAINAGE

600mm LAPPED JOINT
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1:8 CE-1

Standard 152mm Form Unit, Bearing Slab/Basement Foundation, Damp Proof Coursing
w/Radon Provisions

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



100mm RADON OUTLET
PIPE AS SPECIFIED

NUDURA 152mm STANDARD
FORM UNIT

EXTERIOR FINISH AS SPECIFIED

TREMCO/NUDURA APPROVED DAMP
PROOF COURSE/RADON BARRIER

APPROVED I.C.F RENDER
LAPPED AT DAMP
PROOF COURSE

NUDURA INSERT PANELS c/w INSERT
WEBS- CUT TO SUIT SLAB LOCATION

CAPPED OUTLET
VENT

FOOTING SIZE AS SPECIFIED
BY ENGINEERED DESIGN

50mm SAND BLINDING

125mm FLOOR SLAB

90mm INSULATED CONCRETE
SLAB

75mm CONCRETE SCREED

PLASTER BOARD

HARDCORE FILL

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-2

Standard 152mm Form Unit, Strip Footing Foundation, Damp Proof Coursing
w/Radon Provisions

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



100mm RADON OUTLET
PIPE AS SPECIFIED

PLASTER BOARD

75mm FLOOR SCREED

90 mm INSULATED CONCRETE SLAB

125mm CONC. FLOOR SLAB

50mm SAND BLINDING

TREMCO/NUDURA
APPROVED DAMP PROOF
COURSE/RADON BARRIER

NUDURA STANDARD 152mm
FORM UNIT

EXTERIOR FINISH
AS SPECIFIED

HORIZONTAL/VERTICAL
REINFORCEMENT AS SPECIFIED
BY LOCAL PRESCRIPTIVE OR
ENGINEERING DESIGN

TREMCO/NUDURA APPROVED
WATERPROOFING LAPPED
DOWN TO DPC/RADON BARRIER

WATERPROOF CONCRETE TO
152mm ABOVE GRADE

APPROVED I.C.F RENDER

CAPPED OUTLET
VENT

COMPACTED
GRANULAR FILL

CONTINUOUS POURED
CONCRETE STRIP
FOOTING SIZED AS PER
ENGINEERED DESIGN

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-3

Standard 152mm Form Unit, Strip Footing Foundation, Damp Proof Coursing
w/Radon Provisions

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



HARDCORE FILL

100mm RADON OUTLET
PIPE AS SPECIFIED

STRIP FOOTING SIZE AS
PER ENGINEERED DESIGN

FINISH GRADE 152mm BELOW
DPC THROUGH
FORM

TREMCO/NUDURA APPROVED
DAMP PROOF COURSE/RADON
BARRIER

APPROVED I.C.F RENDER
LAPPED AT DAMP
PROOF COURSE

HORIZONTAL/VERTICAL
REINFORCEMENT AS SPECIFIED
BY LOCAL PRESCRIPTIVE OR
ENGINEERING DESIGN

NUDURA STANDARD 152mm
FORM UNIT

CAPPED OUTLET
VENT

50mm SAND BLINDING

125mm FLOOR SLAB

90mm INSULATED CONCRETE
SLAB

75mm CONCRETE SCREED

PLASTER BOARD

MASONRY BLOCK
FOUNDATION WALL

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-4

Standard 152mm Form Unit, Strip Footing Foundation, Damp Proof Coursing
w/Radon Provisions

KAB
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



100mm RADON OUTLET
PIPE AS SPECIFIED

75mm FLOOR
SCREED

90mm INSULATED CONCRETE SLAB

NUDURA STANDARD 152mm FORM UNIT

PLASTER BOARD

COMPACTED
GRANULAR FILL

CAPPED
OUTLET
VENT

TREMCO/NUDURA
APPROVED DAMP
PROOF
COURSE/RADON
BARRIER

APPROVED I.C.F RENDER
LAPPED AT DAMP
PROOF COURSE

TREMCO WATERSTOP

HORIZONTAL/VERTICAL
REINFORCEMENT AS SPECIFIED
BY LOCAL PRESCRIPTIVE OR
ENGINEERING DESIGN

EXTERIOR FINISH AS
SPECIFIED

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-5

Standard 152mm Form Unit, Raft Slab Foundation, Damp Proof Coursing
w/Radon Provisions
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



FINISHED CONCRETE
TOPPING AS SPECIFIED

BEAM AND BLOCK
FLOORING AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT ANCHOR

FOAM REMOVED FROM BEAM
LOCATIONS ONLY (BEARING END
OF BEAM SHOWN BEYOND)

NUDURA STANDARD
152mm FORM UNIT

CONTINUOUS POURED
CONCRETE STRIP FOOTING

COMPACTED GRANULAR FILL

EXTERIOR FINISH
AS SPECIFIED

APPROVED I.C.F RENDER

HORIZONTAL/VERTICAL
REINFORCEMENT
AS PER CODE OR AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

WATERPROOF CONCRETE
TO 152mm ABOVE GRADE

100mm
PERFORATED
DRAINAGE PIPE

FOOTING SIZE AS PER
ENGINEERED DESIGN

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-6

Standard 152mm Form Unit, Block and Beam Floor Connection Detail at Grade,
Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



NUDURA 6" (152mm) FORM UNIT, BLOCK AND BEAM FLOOR CONNECTION DETAIL AT GRADE, 152mm BRICK LEDGE SUB-GRADE, BRICK VENEER FINISH

NUDURA STANDARD
152mm FORM UNIT

FINISHED CONCRETE
TOPPING AS SPECIFIED

BEAM AND BLOCK
FLOORING AS SPECIFIED

FINISH AS SPECIFIED

FOAM REMOVED FROM BEAM
LOCATIONS ONLY (BEARING END
OF BEAM SHOWN BEYOND)

HORIZONTAL/VERTICAL
REINFORCEMENT AS SPECIFIED
BY LOCAL PRESCRIPTIVE AND
ENGINEERING DESIGN

PLASTER BOARD

BRICK VENEER WITH 25mm
AIR SPACE AND BRICK TIES
AS PER CODE

DPC/FLASHING MATERIAL AND
WEEP HOLES AS PER CODE

SOLID FILL BEHIND
BRICK WITH MORTAR

BEAM REINFORCEMENT
ANCHOR

NUDURA  152mm BRICK
LEDGE FORM UNIT

TREMCO/NUDURA APPROVED
SHEET WATERPROOFING
MEMBRANE LAPPED OVER THE
BRICK LEDGE FORM TO THE
DPC/FLASHING MATERIAL

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD
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1:8 CE-7

Standard 152mm Form Unit, Block and Beam Floor Connection Detail at Grade,
152mm Brick Ledge Sub-Grade Brick Veneer Finish

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



NUDURA 6" (152mm) FORM UNIT, BLOCK AND BEAM FLOOR CONNECTION DETAIL AT GRADE, BRICK VENEER FINISH

TREMCO TREMDRAIN AS
SPECIFIED AND/OR TREMCO
PROTECTION BOARD

TREMCO/NUDURA APPROVED
FLUID APPLIED OR SHEET
WATERPROOFING MEMBRANE

NUDURA STANDARD
152mm FORM UNIT

FINISHED CONCRETE
TOPPING AS SPECIFIED

BEAM AND BLOCK
FLOORING AS SPECIFIED

FINISH AS SPECIFIED

BEAM REINFORCEMENT ANCHOR

FOAM REMOVED FROM BEAM
LOCATIONS ONLY (BEARING END
OF BEAM SHOWN BEYOND)

NUDURA 152mm BRICK
LEDGE FORM UNIT

PLASTER BOARD

HORIZONTAL/VERTICAL
REINFORCEMENT AS SPECIFIED
BY LOCAL PRESCRIPTIVE AND
ENGINEERING DESIGN

BRICK VENEER WITH 25mm
AIR SPACE AND BRICK TIES
AS PER CODE

DPC/FLASHING MATERIAL
AND WEEP HOLES AS
PER CODE

APPROVED I.C.F RENDER

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-8

Standard 152mm Form Unit, Block and Beam Floor Connection Detail at Grade,
Brick Veneer Finish
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

FINISHED CONCRETE
TOPPING AS SPECIFIED

BEAM AND BLOCK
FLOORING AS SPECIFIED

FINISH AS SPECIFIED

FOAM REMOVED FROM
BEAM LOCATIONS ONLY
(BEARING END OF BEAM
SHOWN BEYOND)

PLASTER BOARD

EXTERIOR FINISH AS
SPECIFIED

NUDURA STANDARD
152mm FORM UNIT

BEAM REINFORCEMENT
ANCHOR

HORIZONTAL/VERTICAL
REINFORCEMENT
AS SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN
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1:8 CE-9

Standard 152mm Form Unit, Block and Beam Intermediate Floor Connection,
Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

PLASTER BOARD

FINISHED CONCRETE
TOPPING AS
SPECIFIED

HOLLOW CORE
PRECAST SLAB

DOWELS FIELD BENT AND
GROUTED INTO SHEAR
KEY JOINT b/n PANELS AS
SPECIFIED

PLASTER BOARD

EXTERIOR FINISH AS
SPECIFIED

HORIZONTAL/VERTICAL
REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

NUDURA 152mm
STANDARD FORM UNIT

FORM PANELS c/w
INSERT WEBS-CUT TO
SUIT FLOOR
CONNECTION

DOWELS TO MATCH
VERTICAL REINFORCEMENT
b/n POURS AS SPECIFIED

V-CLIP WALL PANEL ANCHOR

Construction Products Group

Drawn by:

Detail:

Revision #:

Scale:

Date:

File Name:

Revised by:

Checked by:

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

www.tremcocpg.com

Appendix CE

KS
03 10/21/2025

1:8 CE-10

Standard 152mm Form Unit, C/W Panel & Tie Insert Webs, Exterior Bearing Wall,
Hollow Core Precast Slab, Exterior Finish as Specified

KAB
KS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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TREMCO ENVIRODRI WITH
EMBEDDED FABRIC OR
FUNCTIONAL EQUIVALENT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT PLASTER BOARD

VERTICAL
REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

LINTEL REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

152mm FOAM

WINDOW MOUNTING SCREW

 WINDOW FRAME

WINDOW BOARD

FIELD CUT PANEL TO
SUIT SILL CONDITION

OPENING REINFORCEMENT
AS SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

EXTERIOR FINISH
AS SPECIFIED

PRECAST
CONCRETE
SILL

EPS FOAM FILLER

WINDOW FRAME

EXTERIOR FINISH
AS SPECIFIED

PROPRIETARY WINDOW
BEAD AS SPECIFIED

NUDURA STANDARD
152mm FORM UNIT
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1:5 CE-11

Standard 152mm Form Unit, Window Head and Precast Sill, Damp Proof
Coursing, Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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WINDOW BOARD

OPENING REINFORCEMENT
AS SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

PLASTER BOARD

TREMCO ENVIRODRI WITH
EMBEDDED FABRIC OR
FUNCTIONAL EQUIVALENT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT PLASTER BOARD

VERTICAL
REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

LINTEL REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

152mm FOAM

WINDOW MOUNTING SCREW

 WINDOW FRAME

EXTERIOR FINISH
AS SPECIFIED

PROPRIETARY WINDOW
BEAD AS SPECIFIED

NUDURA STANDARD
152mm FORM UNIT

WINDOW FRAME

152mm FOAM

NUDURA STANDARD
152mm FORM UNIT

EXTERIOR FINISH AS
SPECIFIED

Construction Products Group
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1:5 CE-12

Standard 152mm Form Unit, Window Head and Sill, Damp Proof Coursing,
Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



38mm COVER

PLASTER BOARD

NUDURA 152mm END CAP

WINDOW MOUNTING SCREW

WINDOW FRAME

PROPRIETARY
WINDOW BEAD
AS SPECIFIED

EXTERIOR FINISH AS
SPECIFIED

HORIZONTAL/VERTICAL
REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

OPENING REINFORCEMENT
AS SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

NUDURA STANDARD
152mm FORM UNIT

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT TREMCO ENVIRODRI WITH

EMBEDDED FABRIC OR
FUNCTIONAL EQUIVALENT
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1:5 CE-13

Standard 152mm Form Unit, Window Jamb, Damp Proof Coursing,
Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.



SOFFIT/FASCIA (TYPICAL)

PLASTER BOARD

2 LAYERS OF HOMEGA OR
STANDARD ATTIC
INSULATION AS PER CODE

POLYETHYLENE VAPOR BARRIER
(CONTINUOUS) LAPPED AND
SEALED TO NUDURA FORM

28x89mm FURRING STRIP
(FACTORY EMBEDDED)
400mm ON CENTRE

PLASTER BOARD

6x6 (152mmx152mm)
EXOAIR 110AT OR
FUNCTIONAL EQUIVALENT

TREMCO EXOAIR 110AT
CONTINUOUS UNDER TOP PLATE
EXTENDED TO COMPLETE AIR
SHIELD WITH CEILING
TECHNOLOGY

ROOF SHEATHING
AS SPECIFIED

RAFTER

ENGINEERED FRAMING SYSTEM
BY PREBUCK OR FUNCTIONAL
EQUIVALENT; ANCHORAGE AS
PER CODE OR SPECIFIED

HORIZONTAL/VERTICAL
REINFORCEMENT AS
SPECIFIED BY LOCAL
PRESCRIPTIVE OR
ENGINEERING DESIGN

NUDURA 152mm
STANDARD FORM UNIT

EXTERIOR FINISH AS SPECIFIED

CEILING TECHNOLOGY
ANGULAR CUT AT EDGE
AND SEALED TO WALL
WITH NUDURA SPRAY
FOAM OR EQUIVALENT

PLASTER BOARD

TREMCO ENVIRODRI OR
FUNCTIONAL EQUIVALENT

Construction Products Group
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1:8 CE-14

Standard 152mm Form Unit, Roof Rafter Detail at Top Plate, Damp
Proof Coursing, Exterior Finish as Specified
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This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture, engineering,
and design requirements, including any local building code requirements. If this document is not reviewed and the product is
not approved for use by a licensed design professional, the customer agrees that the detail may contain substantive flaws
requiring correction, and hereby releases Tremco CPG Inc. from any and all liability related to the design and installation of
the product. This detail is subject to change without notice. Contact Tremco to ensure you have the most recent version.
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