NOTES:

NUDURA 6" (152mm)

STANDARD FORM UNIT | -

BRICK VENEER c/w 1"
(25mm) AIR SPACEAND

THROUGH WALL FLASHING ——. |

AS PER CODE OR AS
SPECIFIED

ﬂ/_T ﬁ‘\ﬂ

BRICK TIES ' - ;g

STEEL LINTEL z

[TT
||
%
Z
7
v
i

A1

4
[ ]

)
L
\

e
}

CONTINUOUS CAULKING

==

AROUND FRAME AT CONTACT
TO MASONRY

ALUMINUM WINDOW
FRAME

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

MIN 3" (13mm) GYPSUM BOARD

LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

11/2"
(38mm) MIN.
COVER

" EXOAIR 110AT, DYMONIC 100 OR

FUNCTIONAL EQUIVALENT 3" (76 mm)
MIN. ON EPS BOTH SIDES
(SEE NOTE 2)

ENGINEERED FRAMING SYSTEM BY

CONTINUOUS CAULKING !
AROUND FRAME AT x
CONTACT TO MASONRY

MASONRY OR BRICK \gf
SILL COURSE

H\ﬁ

==

SILL PAN (OPTIONAL) /

N

]

OPENING REINFORCEMENT JI

Il
|
|

| [

AS PER CODE OR AS
SPECIFIED

o ————~.a

o

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

\
N\

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.
2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)
3) THIS DETAIL IS SUITABLE FOR NON-COMBUSTIBLE 1 TO 3 STOREY
HIGH APPLICATIONS AS PERMITTED UNDER LOCAL CODES; FOR
WINDOWS IN BRICK CLAD MULTI-STOREY APPLICATIONS, REFER TO
DETAIL E6DO3 IN THIS SECTION.

PREBUCK LLC OR FUNCTIONAL
EQUIVALENT

GYPSUM BOARD RETURN TO FRAME

| EXOAIR 110AT, DYMONIC 100
T

OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

—— CUTOUT FOR CONCRETE

PLACEMENT AND
CONSOLIDATION

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.
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OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

MIN 3" (13mm) GYPSUM BOARD

NUDURA 6" (152mm)

GYPSUM BOARD RETURN TO FRAME

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR FUNCTIONAL

STANDARD FORM UNIT

pa)

<
<.

A_ll_\l_ll_\Al_ll_\ o l_ll_\l_ll_\lzil_\

pa)

EQUIVALENT

FRAME ANCHOR CLIPS SECURED
TO BUCK AND FRAME AS SPECIFIED

BRICK VENEER c/w 1"
(25mm) AIR SPACE AND

a N <
4 4 P
g A 4 l
A . G A

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT

BRICK TIES

Tose]8 55}

i N

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

BRICK RETURN TO COVER AIR SPACE

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

3) THIS DETAIL IS SUITABLE FOR NON-COMBUSTIBLE 1 TO 3 STOREY
HIGH APPLICATIONS AS PERMITTED UNDER LOCAL CODES; FOR
WINDOWS IN BRICK CLAD MULTI-STOREY APPLICATIONS, REFER TO
DETAIL E6D11 IN THIS SECTION.

3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

ALUMINUM WINDOW

1 170" FRAME
(38mm) MIN.
COVER CONTINUOUS CAULKING

AROUND FRAME AT CONTACT TO
MASONRY

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability

related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows
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NUDURA 6" (152mm)
STANDARD FORM UNIN

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED

£ I VA Py e (SEE NOTE 1)
ANGLED FIELD CUT OVER . ~ §>/* -
WIDTH OF OPENING TO ;g%%
ALLOW FOR CONCRETE - - 1
e : f ¥ /] I e e MIN 2" (13mm) GYPSUM BOARD
THROUGH WALL FLASHING i -
AS PER CODE OR AS \. 4~ lg — LINTEL REINFORCEMENT AS PER
SPECIFIED | % s CODE OR AS SPECIFIED
" | — :
STEEL LINTEL AS SPECIFIED , |, - Z,
(w/ BOLTS OR NELSON STUDS § - A
EMBEDDED AS PER OPENING I ] =EZ
REQUIREMENTS) B~ -50
/ il =
CONTINUOUS CAULKING
AROUND FRAME AT EXOAIR 110AT, DYMONIC 100
CONTACT TO MASONRY OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN ON EPS
(SEE NOTE 2)
ALUMINUM WINDOW
FRAME
CONTINUOUS CAULKING GYPSUM BOARD
AROUND FRAME AT R ] RETURN TO FRAME
CONTACT TO MASONRY \ — y
T a0 ]
oo . -
MASONRY OR BRICK ' - =
SILL COURSE / - - MIN 2" (13mm) GYPSUM BOARD
P N
SILL PAN (OPTIONAL) . ] 3
/' - - X
TREMCO EXOAIR 230 OR Wﬁ R AA - OPENING REINFORCEMENT AS
FUNCTIONAL EQUIVALENT [7 - — PER CODE OR AS SPECIFIED
| ]
BRICK VENEER c/w 1" (25mm) / m: - N
AIR SPACE AND BRICK TIES

NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.
2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows
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Detail:
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NUDURA 6" (152mm)
STANDARD FORM UNIT

FASTEN MESH TO BUCK
PRIOR TO PLACING BUCK AT
HEAD CONDITION

DECORATIVE EPS FOAM
TRIM (HEAD AND SILL)
APPLIED TO NUDURA
FORM USING EPS
COMPATIBLE ADHESIVE

WINDOW FRAME,
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH TO
LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

2x2" (38x38mm)
ROUGH NAILER

OPENING REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL EQUIVALENT

NOTES:

/

b/ —
. %é%\‘f
il I e
1.
1&% S
S -
- [} ~
S CZ )
— — & — h
— -
Ay
] 3| ]
N
= AN T
o :::://4,C f |

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

e

MIN 3" (13mm) GYPSUM BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

(38mm) MIN.
COVER

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" MIN. ON INTERIOR SIDE OF
EPS c/w FOAM ROD/CAULK OR
SEAL TO INTERIOR EDGE OF
FRAME

ENGINEERED FRAMING SYSTEM BY
PREBUCK LLC OR FUNCTIONAL
EQUIVALENT

GYPSUM BOARD RETURN TO FRAME

2x3" (38x64mm) ROUGH NAILER

EXOAIR 110AT, DYMONIC 100 OR
FUNCTIONAL EQUIVALENT 3"
MIN. ON INTERIOR SIDE OF EPS

COMPRESSIBLE AIR SEAL GASKET
APPLIED TO FULL LENGTH REAR
EDGE OF SILL PRIOR TO FRAME
INSTALLATION

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows
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OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

MIN " (13mm) GYPSUM BOARD T

NUDURA 6" (152mm)
STANDARD FORM UNIT

ENGINEERED FRAMING SYSTEM
BY PREBUCK LLC OR FUNCTIONAL
EQUIVALENT

GYPSUM BOARD RETURN TO FRAME

Al

<
4 pa)
pa)

7
4 N <4

f 4

4,

< A

o B e I e B ]

DRYVIT TEXTURED ACRYLIC
FINISH OR FUNCTIONAL
EQUIVALENT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

FASTEN MESH TO BUCK PRIOR TO
PLACING BUCK AT JAMB
CONDITION

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

V4
//// / EXOAIR 110AT, DYMONIC
=% / 100 OR FUNCTIONAL
No ﬂ p EQUIVALENT 3" MIN. ON
4 v a; INTERIOR SIDE OF EPS
o/ T
iz
= e TN, ALUMINUM JAMB ANCHOR CLIPS
WINDOW FRAME, BY OTHERS
11/2" FOAM BACKER ROD AND
(38mm) MIN. CONTINUOUS CAULKING AROUND
COVER WINDOW FRAME c/w DRAIN SLOT

AT CENTER OF SILL

DECORATIVE EPS FOAM TRIM
APPLIED TO NUDURA FORM
USING ADHESIVE

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows
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OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

MIN 2" (13mm) GYPSUM BOARD

NUDURA 6" (152mm)

11/2"
(38mm) MIN. GYPSUM BOARD RETURN
COVER TO FRAME

STANDARD FORM UNIT X

'

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT

=== ==
o & Y A

._IHI_IHIZ]

8l
s L

3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

BRICK VENEER c/w 1"

FRAME ANCHOR CLIPS SECURED

(25mm) AIR SPACE AND
BRICK TIES

&HWJ@L/W/Q :
Wﬂ

TO CONCRETE AND FRAME AS

D

5o7]

Foe)e]

-
T SPECIFIED
X%

ALUMINUM WINDOW

TREMCO EXOAIR 230 OR J

FUNCTIONAL EQUIVALENT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

BRICK RETURN TO CONTACT
CONCRETE CORE

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

FRAME

CONTINUOUS CAULKING
AROUND FRAME AT CONTACT
TO MASONRY

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Detail: Concrete Mounted, Brick Veneer Finish

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,
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NUDURA 6" (152mm)
STANDARD FORM UNIT

FASTEN MESH TO BACK OF
TEMPORARY BUCK TO
ALLOW MESH TO BOND WITH
CONCRETE

DECORATIVE EPS FOAM
TRIM (HEAD AND SILL)
APPLIED TO NUDURA
FORM USING EPS
COMPATIBLE ADHESIVE

WINDOW FRAME,
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH TO
LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

OPENING REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL EQUIVALENT

NOTES:

An

— A —, - MING

N

T
‘/

R
|

|
Ll

|
|
Q

AN

\
1
|

11/2"
(38mm) MIN.
COVER

o
—

(13mm) GYPSUM BOARD

—— HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
- (SEE NOTE 1)

/ LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

L EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" MIN. ON INTERIOR SIDE OF
EPS c/w FOAM ROD/CAULK OR
SEAL TO INTERIOR EDGE OF

FRAME
§ f GYPSUM BOARD RETURN TO FRAME
k=l ]

~ ] AN T ~_
EXOAIR 110AT, DYMONIC 100 OR

. a FUNCTIONAL EQUIVALENT 3"

= MIN. ON INTERIOR SIDE OF EPS

<A

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

\— COMPRESSIBLE AIR SEAL GASKET
APPLIED TO FULL LENGTH REAR
EDGE OF SILL PRIOR TO FRAME
INSTALLATION

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,

whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability

related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Detail:

Nudura 6" (152mm) Form Unit, Window Head/Sill, Aluminum Framed Window,
Concrete Mounted, Direct Applied Acrylic Finish

File Name:

", NUdura Drawn by: KS

Nudura Technical Support: 866-468-6299 Revision #: 01
International: +1 705-726-9499

Date: 3/13/2024

Revised by: KAB

Checked by: KS Scale: 1:8 E6D12

www.tremcocpg.com

vp TREMCO

Construction Products Group




OPENING REINFORCEMENT AS
PER CODE OR AS SPECIFIED

MIN 3" (13mm) GYPSUM BOARD

L

NUDURA 6" (152mm)
STANDARD FORM UNIT

GYPSUM BOARD
RETURN TO FRAME

1
1]
1
1]
1 [N
1]

D
1

4
S
1]
1
i3
1]
@
O 7N

EXOAIR 110AT, DYMONIC
100 OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

DRYVIT TEXTURED ACRYLIC
FINISH OR FUNCTIONAL
EQUIVALENT

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS SPECIFIED
(SEE NOTE 1)

FASTEN MESH TO BACK OF

TEMPORARY BUCK TO ALLOW
MESH TO BOND WITH CONCRETE

NOTES:

ALUMINUM JAMB ANCHOR CLIPS

11/2"
(38mm) MIN.
COVER

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

WINDOW FRAME, BY OTHERS

FOAM BACKER ROD AND
CONTINUOUS CAULKING AROUND
WINDOW FRAME c/w DRAIN SLOT
AT CENTER OF SILL

DECORATIVE EPS FOAM TRIM
APPLIED TO NUDURA FORM
USING ADHESIVE

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,

whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability

related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

File Name:
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... Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,
- Detail: Concrete Mounted, Direct Applied Acrylic Finish
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NUDURA 6" (152mm) —
STANDARD FORM UNIT

BRICK VENEER ———

ciw 1" (25mm) AIR
SPACE AND BRICK
TIES

TREMCO EXOAIR 230

Q¢

OR FUNCTIONAL
EQUIVALENT

THROUGH WALL ——
FLASHING AS PER

CODE OR AS

SPECIFIED

=3 |
HEN
=il

1 %u
(38mm) MIN.
COVER

<
\\7 HORIZ/VERT
- REINFORCEMENT
AS PER CODE OR
] AS SPECIFIED
(SEE NOTE 1)
<
A — —
<
A
A
N

STEEL LINTEL

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME TO

MASONRY

WINDOW FRAMING J

BY OTHERS

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

MIN 2" (13mm)
GYPSUM BOARD

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

EXOAIR 110AT,
DYMONIC 100 OR
FUNCTIONAL
EQUIVALENT 3"
(76 mm) MIN. ON
EPS BOTH SIDES
(SEE NOTE 2)

GYPSUM BOARD
RETURN TO FRAME

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,

Detail: Wood Rough Buck, Brick Veneer Finish
Drawn by: KS Checked by: KS Scale: 1:4
Revision #: 01 Revised by: KAB Date: 3/13/2024

File Name:

H6A01

www.tremcocpg.com

vp TREMCO

Construction Products Group




WINDOW FRAMING
BY OTHERS

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

MASONRY OR
BRICK SILL
COURSE

ENGINEERED FRAMING —

SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

OPENING
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

NUDURA 6" (152mm) ——
STANDARD FORM UNIT

TREMCO EXOAIR 230 ——

OR FUNCTIONAL
EQUIVALENT

BRICK VENEER c/w 1" J

(25mm) AIR SPACE AND
BRICK TIES

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

GYPSUM BOARD
RETURN TO FRAME

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

3) THIS DETAIL IS SUITABLE FOR NON-COMBUSTIBLE 1 TO 3 STOREY
HIGH APPLICATIONS AS PERMITTED UNDER LOCAL CODES; FOR
WINDOWS IN BRICK CLAD MULTI-STOREY APPLICATIONS, REFER TO
DETAIL H6A04 & H6A05 UNDER THIS SECTION.

EXOAIR 110AT,
DYMONIC 100
OR FUNCTIONAL
EQUIVALENT 3"
(76 mm) MIN. ON
EPS BOTH SIDES
(SEE NOTE 2)

CUTOUT FOR
CONCRETE
PLACEMENT AND
CONSOLIDATION

COMPRESSIBLE
AIR SEAL GASKET
APPLIED TO FULL
LENGTH REAR
EDGE OF SILL
PRIOR TO FRAME
INSTALLATION

™~ HORIZ/VERT

REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

MIN. 3" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Detail: Rough Buck, Brick Veneer Finish

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window, Wood

Drawn by: KS Checked by: KS

Scale: 1:4

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Revision #: 01 Revised by: KAB

Date: 3/13/2024

File Name:
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MIN. 3" (13mm) GYPSUM BOARD

NUDURA 6" ——
(152mm)
STANDARD

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

FORM UNIT

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

NN

(SEE NOTE 1)

N

GYPSUM BOARD RETURN
TO FRAME

ENGINEERED FRAMING
SYSTEM BY PREBUCK LLC OR
FUNCTIONAL EQUIVALENT

%_}b N
\\

OPENING

REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

TREMCO EXOAIR 230 —1

OR FUNCTIONAL
EQUIVALENT

BRICK VENEER c/w 1" (25mm)
AIR SPACE AND BRICK TIES

BRICK RETURN TO COVER

AIR SPACE

NOTES:

1y

ALUMINUM JAMB
ANCHOR CLIPS

WINDOW FRAME BY OTHERS

(38mm) MIN.
COVER

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT

MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

3) THIS DETAIL IS SUITABLE FOR NON-COMBUSTIBLE 1 TO 3 STOREY
HIGH APPLICATIONS AS PERMITTED UNDER LOCAL CODES; FOR

WINDOWS IN BRICK CLAD MULTI-STOREY APPLICATIONS, REFER TO
DETAIL H6A04 & H6A05 UNDER THIS SECTION.

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND WINDOW FRAME TO
MASONRY c/w DRAIN SLOT AT
CENTER OF SILL

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Detail: Wood Rough Buck, Brick Veneer Finish
Drawn by: KS Checked by: KS Scale: 1:4
Revision #: 01 Revised by: KAB Date: 3/13/2024

File Name:
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NUDURA 6" (152mm) ——
STANDARD FORM UNIT

BRICK VENEER ———

ciw 1" (25mm) AIR
SPACE AND BRICK
TIES

TREMCO EXOAIR 230 —
OR FUNCTIONAL
EQUIVALENT

THROUGH WALL ——
FLASHING AS PER

CODE OR AS
SPECIFIED

FIRE CAULK ———
APPLIED TO
BACKSIDE OF
STEEL LINTEL [
BEFORE
INSTALLATION

4

MIN 3" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

LINTEL
REINFORCEMENT AS
PER CODE OR AS
SPECIFIED

=z
STEEL LINTEL —— |

FOAM BACKER ROD -
AND CONTINUOUS
CAULKING AROUND
FRAME TO
MASONRY \

WINDOW FRAMING /]

BY OTHERS

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

|

|

11/2"
(38mm)MIN.
COVER

—— GYPSUM BOARD

RETURN TO FRAME

EXOAIR 110AT,
DYMONIC 100 OR
FUNCTIONAL
EQUIVALENT 3"
(76 mm) MIN. ON
EPS BOTH SIDES
(SEE NOTE 2)

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

... Nudura 6" (152mm) Form Unit, Window Head, for Loose Fit Steel Lintel . .
- Detail: Compliant Openings, Brick Veneer Finish File Name:
' , NUdura Drawn by: KS Checked by: KS Scale: 1:4 HBA04A
Nudura Technical Support: 866-468-6299 Revision #: 02 Revised by: KAB Date: 3/13/2024
International: +1 705-726-9499
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WINDOW FRAMING BY OTHERS ——

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

MASONRY OR
BRICK SILL
COURSE

—

GYPSUM BOARD
RETURN TO FRAME

—

OPENING
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

NUDURA 6" (152mm) ——
STANDARD FORM UNIT

TREMCO EXOAIR 230 ——

OR FUNCTIONAL
EQUIVALENT

BRICK VENEER c/w 1" J

(25mm) AIR SPACE AND
BRICK TIES

NOTES:

,,,,,,,

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

N B
. R
AA ]

o

<7

47 -
—
I ]
) <~ ||
.
A I

EXOAIR 110AT,
DYMONIC 100
OR FUNCTIONAL
EQUIVALENT 3"
(76 mm) MIN. ON
EPS BOTH SIDES
(SEE NOTE 2)

—

COMPRESSIBLE
AIR SEAL GASKET
APPLIED TO FULL
LENGTH REAR
EDGE OF SILL
PRIOR TO FRAME
INSTALLATION

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

MIN. 3" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Detail: Concrete Mounted, Brick Veneer Finish File Name:
Drawn by: KS Checked by: KS Scale: 1:4

Y y H6A05
Revision #: 01 Revised by: KAB Date: 3/13/2024
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NUDURA 6" (152mm)

STANDARD FORM UNIT 7

VERTICAL METAL
SIDING AS SPECIFIR\ -

i d
SN

TREMCO EXOAIR 230 OR :,—!:

,,,,,

FUNCTIONAL EQUIVALENT

THROUGH WALL ———— 7
FLASHING AS PER 7/ —

CODE OR AS SPECIFIED

)

,,,,,,,

|
N

(¢ WU

1 %u
(38mm) MIN.
COVER

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND

FRAME /
WINDOW FRAMING

BY OTHERS

{

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

MIN. 2" (13mm) GYPSUM
BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED (SEE NOTE 1)

LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

GYPSUM BOARD
RETURN TO FRAME

FOAM ROD/CAULK TO SEAL
TO INTERIOR EDGE OF
FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,
Wood Rough Buck, Vertical Siding Finish

File Name:

Checked by: KS

Scale: 1:4

H6B01

A Detail:
vp Nudura [
Nudura Technical Support: 866-468-6299 Revision #: 01
International: +1 705-726-9499

Revised by: KAB

Date: 3/13/2024
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WINDOW FRAMING
BY OTHERS

\

D e

FOAM BACKER ROD AND E
CONTINUOUS CAULKING
AROUND FRAME

COMPRESSIBLE AIR
SEAL GASKET APPLIED
TO FULL LENGTH REAR
EDGE OF SILL PRIOR TO
FRAME INSTALLATION

OPENING
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

TREMCO EXOAIR 230 OR /

FUNCTIONAL EQUIVALENT

NUDURA 6" (152mm) ———
STANDARD FORM UNIT

VERTICAL METAL /

SIDING AS SPECIFIED

l

7
A
i

.
i

.

A\
[N

JiLy

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"

(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND

CODES (CODE GOVERNS)

COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

GYPSUM BOARD
RETURN TO FRAME

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

EXOAIR 110AT,
DYMONIC 100 OR
FUNCTIONAL
EQUIVALENT 3" (76 mm)
MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

CUTOUT FOR CONCRETE
PLACEMENT AND
CONSOLIDATION

HORIZ/VERT
REINFORCEMENT AS
PER CODE OR AS
SPECIFIED (SEE NOTE 1)

MIN. 2" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,
Wood Rough Buck, Vertical Siding Finish

File Name:

Checked by: KS

Scale: 1:4

H6B02

A Detail:
vp Nudura |-~
Nudura Technical Support: 866-468-6299 Revision #: 01

Revised by: KAB

Date: 3/13/2024

vp TREMCO
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International: +1 705-726-9499
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MIN. 2" (13mm) GYPSUM BOARD

NUDURA 6" (152mm)

GYPSUM BOARD RETURN
TO FRAME

STANDARD FORM UNIT
\ # ENGINEERED FRAMING
SYSTEM BY PREBUCK LLC
OR FUNCTIONAL
EQUIVALENT
[N [ NV [ N[ N[ N[ LN [ I\
4 o 9%
< /
47
o ALUMINUM JAMB
” 7// ANCHOR CLIPS
7
/ A A =
HORIZ/VERT < /,. .
REINFORCEMENT // —— EXOAIR 110AT, DYMONIC 100
AS PER CODE OR _ OR FUNCTIONAL EQUIVALENT

\—1\—1\—1\—1\—K\\—/i/af

1

AS SPECIFIED
(SEE NOTE 1)

3" (76 mm) MIN. ON EPS BOTH

/ SIDES (SEE NOTE 2)
g

alie:

OPENING

IV AN

@2}

7

REINFORCEMENT AS
PER CODE OR AS
SPECIFIED

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

VERTICAL METAL SIDING
AS SPECIFIED

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

WINDOW FRAME BY
OTHERS

1y
(38mm) MIN.

COVER FOAM BACKER ROD AND

CONTINUOUS CAULKING
AROUND WINDOW FRAME
c/w DRAIN SLOT AT CENTER
OF SILL

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,

- N Detail: yood Rough Buck, Vertical Siding Finish File Name: A

Drawn by: KS Checked by: KS Scale: 1:4 REM o
vy udura y y H6B03 ] C
Nudura Technical Support: 866-468-6299 Revision #: 01 Revised by: KAB Date: 3/13/2024 .
International: +1 705-726-9499 Construction Products Group
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NUDURA 6" (152mm)
STANDARD FORM UNIT

VERTICAL METAL

SIDING AS SPECIFIR\

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

THROUGH WALL
FLASHING AS PER
CODE OR AS SPECIFIED

L
U

Nl
W

<

Sy
—

COVER

N L

38mm) MIN.

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

/

WINDOW FRAMING
BY OTHERS

100

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

MIN. 2" (13mm) GYPSUM
BOARD

HORIZ/VERT REINFORCEMENT
AS PER CODE OR AS
SPECIFIED (SEE NOTE 1)

LINTEL REINFORCEMENT AS
PER CODE OR AS SPECIFIED

EXOAIR 110AT, DYMONIC 100

OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH

SIDES (SEE NOTE 2)

GYPSUM BOARD
RETURN TO FRAME

FOAM ROD/CAULK TO SEAL
TO INTERIOR EDGE OF
FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,
Concrete Mounted, Vertical Siding Finish

Checked by: KS

Scale: 1:4

A Detail:
vp Nudura [----<
Nudura Technical Support: 866-468-6299 Revision #: 01

International: +1 705-726-9499

Revised by: KAB

Date: 3/13/2024

File Name:
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WINDOW FRAMING | |

BY OTHERS

FOAM BACKER ROD AND
CONTINUOUS CAULKING [
AROUND FRAME

EXOAIR 110AT, — -
DYMONIC 100 OR
FUNCTIONAL

EQUIVALENT 3" (76 mm) -

MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

OPENING I
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

,,,,,,,

TREMCO EXOAIR 230 OR / <

FUNCTIONAL EQUIVALENT

NUDURA 6" (152mm) ———

STANDARD FORM UNIT -

VERTICAL METAL J

SIDING AS SPECIFIED o .

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

- I
[
[
<
=k
SRS
S

A ]

GYPSUM BOARD
RETURN TO FRAME

COMPRESSIBLE AIR
SEAL GASKET APPLIED
TO FULL LENGTH REAR
EDGE OF SILL PRIOR TO
FRAME INSTALLATION

———— HORIZ/VERT

REINFORCEMENT AS
PER CODE OR AS
SPECIFIED (SEE NOTE 1)

MIN. 2" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

- N Detail: ¢ crete Mounted, Vertical Siding Finish File Name:

Drawn by: KS Checked by: KS Scale: 1:4
vy udura y y H6BOS5
Nudura Technical Support: 866-468-6299 Revision #: 01 Revised by: KAB Date: 3/13/2024
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MIN. 1" (13mm) GYPSUM BOARD \\

GYPSUM BOARD RETURN
TO FRAME

TRRRNGRNRRNE]
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R

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

A
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NUDURA 6" (152mm)
STANDARD FORM UNIT

ALUMINUM JAMB
ANCHOR CLIPS

—— EXOAIR 110AT, DYMONIC 100

OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH

| SIDES (SEE NOTE 2)

[0

S NA N

OPENING
REINFORCEMENT AS
PER CODE OR AS
SPECIFIED

TREMCO EXOAIR 230 OR

FUNCTIONAL EQUIVALENT

VERTICAL METAL SIDING

AS SPECIFIED

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

1y

(38mm) MIN.
COVER

%¥ WINDOW FRAME BY

OTHERS

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND WINDOW FRAME
c/w DRAIN SLOT AT CENTER
OF SILL

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,
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NUDURA 6" (152mm) - < |
STANDARD FORM UNIT ' ]
<
R NG o
WOOD SIDING NAILED N - — ]
TO STRAPPING AS s, @ . —
SPECIFIED S om D
. )
1"x2" (25mm x 51mm) - ﬁ ]
WOOD STRAPPING \§
SCREWED TO - AY ]
FASTENING STRIPS ‘
AS SPECIFIED N :’—‘: :'—‘: %
N Somoos = < — =
\»—~
N 4 L
v
TREMCO EXOAIR 230 OR o lg —
FUNCTIONAL EQUIVALENT =
=i
THROUGH WALL % —
FLASHING AS g
PER CODE OR AS NI\ /— — g N
SPECIFIED z - \ O
S i et
= o~ W /
AN E > A A /
o]
® / AY N U
~ ; NN N N
a %mm@g@m \\
R
WINDOW FRAMING —— | T B -
BY OTHERS
NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

This detail is for general informational purposes, only.

MIN. 1" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

GYPSUM BOARD
RETURN TO FRAME

The project design professional determines, in its sole discretion,

whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,

- N Detail: \yo04 Rough Buck, Horizontal Wood Siding Finish File Name:

Drawn by: KS Checked by: KS Scale: 1:4
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Nudura Technical Support: 866-468-6299 Revision #: 01 Revised by: KAB Date: 3/13/2024

vp TREMCO

Construction Products Group

International: +1 705-726-9499

www.tremcocpg.com




WINDOW FRAMING |

BY OTHERS

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

ENGINEERED FRAMING —— |

SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

WOOD SIDING NAILED
TO STRAPPING AS
SPECIFIED

OPENING
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

NUDURA 6" (152mm)
STANDARD FORM UNIT

1"x2" (25mmX51mm)
WOOD STRAPPING
SCREWED TO
FASTENING STRIPS
AS SPECIFIED

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"

(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND

CODES (CODE GOVERNS)

COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

:
[y
\
- o N
A 4, N
% |
/ :
| A7 -
H O — b
| —— T A ﬁ |
P4 o \
= ﬁ 4/

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT,
DYMONIC 100 OR
FUNCTIONAL
EQUIVALENT 3" (76 mm)
MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

CUTOUT FOR CONCRETE
PLACEMENT AND
CONSOLIDATION

COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF
SILL PRIOR TO FRAME
INSTALLATION

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

MIN. 1" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

- N Detail: \yo04 Rough Buck, Horizontal Wood Siding Finish File Name:
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MIN. 1" (13mm) GYPSUM BOARD GYPSUM BOARD
RETURN TO FRAME

NUDURA 6" (152mm) ~ —— ENGINEERED FRAMING
STANDARD FORM UNIT % SYSTEM BY PREBUCK LLC
OR FUNCTIONAL
7 7 EQUIVALENT
g »
o A4 o EXOAIR 110AT, DYMONIC 100
7/ / OR FUNCTIONAL EQUIVALENT
i A 3" (76 mm) MIN. ON EPS BOTH
p % SIDES (SEE NOTE 2)
A
<
.'\ﬁ %
Nlg=——— ALUMINUM JAMB
HORIZ/VERT e it B e e it Sl S h ' . ANCHOR CLIPS
REINFORCEMENT
AS PER CODE OR 7
AS SPECIFIED st b
(SEE NOTE 1) ~*—— OPENING REINFORCEMENT
/ P ‘ e F——— AS PER CODE OR AS
TREMCO EXOAIR 230 OR — WINDOW ERAME
FUNCTIONAL EQUIVALENT 1 % BY OTHERS
(38mm) MIN.
1"x2" (25mm x 51mm) WOOD COVER
STRAPPING SCREWED TO
FASTENING STRIPS AS
SPECIFIED
WOOD SIDING NAILED TO
STRAPPING AS SPECIFIED
NOTES:
1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS. This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA 2l ot i3 ot approved for e by a lcansed deaigh professlonal ihe ausiomer agrees hat the derail may contan
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
CODES (CODE GOVERNS) related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

... Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window, . .
Detail: \yo04 Rough Buck, Horizontal Wood Siding Finish File Name:

', NUdura Drawn by: KS Checked by: KS Scale: 1:4 HEB09 ", TREMCO
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NUDURA 6" (152mm)

STANDARD FORM UNIT

WOOD SIDING NAILED
TO STRAPPING AS
SPECIFIED

1"x2" (25mm x 51mm)
WOOD STRAPPING
SCREWED TO
FASTENING STRIPS
AS SPECIFIED

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

THROUGH WALL

v
\}/ &

77

1/

s

1]
=l

\rd

'NE
]
W

c

FLASHING AS
PER CODE OR AS
SPECIFIED
z
S
g ¥
—
£3
)

WINDOW FRAMING —— |

BY OTHERS

NOTES:

7]

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

MIN. 3" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

EXOAIR 110AT, DYMONIC 100

OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH

SIDES (SEE NOTE 2)

GYPSUM BOARD
RETURN TO FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,

Detail: Concrete Mounted, Horizontal Wood Siding Finish File Name:
Drawn by: KS Checked by: KS Scale: 1:4
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WINDOW FRAMING B

BY OTHERS

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

WOOD SIDING NAILED /

TO STRAPPING AS
SPECIFIED

OPENING
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

NUDURA 6" (152mm)
STANDARD FORM UNIT

1"x2" (25mmX51mm)
WOOD STRAPPING
SCREWED TO
FASTENING STRIPS
AS SPECIFIED

NOTES:

\

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"

(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND

CODES (CODE GOVERNS)

COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

™~
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A% )
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/ = -
- 77¥
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GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT,
DYMONIC 100 OR
FUNCTIONAL
EQUIVALENT 3" (76 mm)
MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF
SILL PRIOR TO FRAME
INSTALLATION

HORIZ/VERT
REINFORCEMENT
AS PER CODE OR
AS SPECIFIED
(SEE NOTE 1)

MIN. 3" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

- N Detail: Concrete Mounted, Horizontal Wood Siding Finish File Name:

" Drawn by: KS Checked by: KS Scale: 1:4
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MIN. " (13mm) GYPSUM BOARD

NUDURA 6" (152mm)
STANDARD FORM UNIT

HORIZIVERT ——
REINFORCEMENT
AS PER CODE OR

AS SPECIFIED
(SEE NOTE 1)

1

1080000RREID

=

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" (76 mm) MIN. ON EPS BOTH
SIDES (SEE NOTE 2)

OPENING REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

ALUMINUM JAMB
ANCHOR CLIPS

&

@2}

TREMCO EXOAIR 230 OR
FUNCTIONAL EQUIVALENT

1"x2" (25mm x 51mm) WOOD
STRAPPING SCREWED TO
FASTENING STRIPS AS
SPECIFIED

WOOD SIDING NAILED TO
STRAPPING AS SPECIFIED

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

1 %u

(38mm) MIN.

COVER

WINDOW FRAME
BY OTHERS

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,
Concrete Mounted, Horizontal Wood Siding Finish

Checked by: KS

Scale: 1:4

A Detail:
vp Nudura [
Nudura Technical Support: 866-468-6299 Revision #: 01
International: +1 705-726-9499

Revised by: KAB

Date: 3/13/2024

File Name:
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NUDURA 6" (152mm)
STANDARD FORM UNIT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

FASTEN MESH TO BUCK PRIOR
TO PLACING BUCK AT HEAD
CONDITION

FOR MULTI-STOREY
APPLICATIONS, MESH
TO LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

e S s O e

DS

MIN. 3" (13mm)
GYPSUM BOARD

B HORIZ/VERT
REINFORCEMENT AS PER

CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS

SPECIFIED

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL

ey

COVER

(38mm) MIN.

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

WINDOW FRAMING
BY OTHERS

EQUIVALENT

GYPSUM BOARD

NOTES:

RETURN TO FRAME

EXOAIR 110AT, DYMONIC
100 OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS
c/w FOAM ROD/CAULK
OR SEAL TO INTERIOR

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

EDGE OF FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,

whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability

related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,
Wood Rough Buck, Direct Applied Acrylic Finish

Checked by: KS Scale: 1:4

A Detail:
vp Nudura |-~
Nudura Technical Support: 866-468-6299 Revision #: 01

International: +1 705-726-9499

Revised by: KAB Date: 3/13/2024

File Name:

H6CO01

vp TREMCO

Construction Products Group

www.tremcocpg.com




WINDOW FRAMING
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH

TO LAP BACK AROUND

BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

2x2 (38mmx38mm)
ROUGH NAILER

OPENING
REINFORCEMENT AS
PER CODE OR AS
SPECIFIED

NUDURA 6" (152mm)
STANDARD FORM
UNIT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,

sl g
T ) :
— | -
Fomaiy
- =
§ Z <
- | ik \
[ B
| 7 1
(I =
|— - =
|
—_ 5h

SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA

APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

GYPSUM BOARD
RETURN TO FRAME

2x3" (38mmX64mm)
ROUGH NAILER

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF SILL
PRIOR TO FRAME
INSTALLATION

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

MIN. 1" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window, Wood

Detail: Rough Buck, Direct Applied Acrylic Finish
Drawn by: KS Checked by: KS Scale: 1:4
Revision #: 01 Revised by: KAB Date: 3/13/2024

File Name:
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MIN. " (13mm) GYPSUM BOARD

FASTEN MESH TO BUCK
PRIOR TO PLACING BUCK
AT JAMB CONDITION

—— ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL

EQUIVALENT
N
g GYPSUM BOARD
i RETURN TO FRAME
y v
~ [T 3 [ [ [ 3 j\?)g 0/ /1
& @ \ / !
" — < I \

NUDURA 6" (152mm) o g} 9% EXOAIR 110AT, DYMONIC
STANDARD FORM . = 100 OR FUNCTIONAL
UNIT Aq EQUIVALENT 3" MIN. ON

HORIZ/VERT _ A

REINFORCEMENT
AS PER CODE OR

INTERIOR SIDE OF EPS

ALUMINUM JAMB

AS SPECIFIED
(SEE NOTE 1)

OPENING
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL EQUIVALENT

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

T

R

% ANCHOR CLIPS
|

WINDOW FRAME
BY OTHERS

13 FOAM BACKER ROD AND
(38mm) MIN. CONTINUOUS CAULKING
AROUND WINDOW FRAME
COVER c/w DRAIN SLOT AT
CENTER OF SILL

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.
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Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,
Wood Rough Buck, Direct Applied Acrylic Finish

File Name:

vp Nudura [~

Checked by: KS

Nudura Technical Support: 866-468-6299 Revision #: 01
International: +1 705-726-9499

Revised by: KAB

wecos W9 TREMCO

Date: 3/13/2024

Construction Products Group

www.tremcocpg.com




NUDURA 6" (152mm)
STANDARD FORM UNIT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

FASTEN MESH TO BACK OF

TEMPORARY BUCK TO
ALLOW MESH TO BOND
WITH CONCRETE

FOR MULTI-STOREY
APPLICATIONS, MESH
TO LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

WINDOW FRAMING BY
OTHERS

NOTES:

,,,,,,

>

A

9

,,,,,,,

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

N

MIN. 3" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

) LINTEL REINFORCEMENT
T E/ﬁ — |7 ASPER CODE OR AS
— \ 1 4 ] SPECIFIED
4 A
N—A S o
:—/\ F:HN g g
N ,\‘ S - N — O
iCe 18004 ~_ =
% ¥

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT, DYMONIC
100 OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS c/w
FOAM ROD/CAULK OR SEAL
TO INTERIOR EDGE OF
FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Detail: Concrete Mounted, Direct Applied Acrylic Finish File Name:
Drawn by: KS Checked by: KS Scale: 1:4
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WINDOW FRAMING
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH TO
LAP BACK AROUND BUCK
TO LINK w/ CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

OPENING
REINFORCEMENT AS
PER CODE OR AS
SPECIFIED

NUDURA 6" (152mm)
STANDARD FORM UNIT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

NOTES:

GYPSUM BOARD RETURN
TO FRAME

v

EXOAIR 110AT, DYMONIC 100

OR FUNCTIONAL

EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

/

COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF
SILL PRIOR TO FRAME
INSTALLATION

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

(SEE NOTE 1)

1”/ 7[_ _ > \\q
|

| I

|

| <7
— .
|

i

[/
i

| —

I

|| I

||

i

|——

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

MIN. 2" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

- N Detail: Concrete Mounted, Direct Applied Acrylic Finish File Name: A
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MIN. 1" (13mm) GYPSUM BOARD

FASTEN MESH TO BACK
OF TEMPORARY BUCK TO
ALLOW MESH TO BOND
WITH CONCRETE

GYPSUM BOARD
RETURN TO FRAME

O

NUDURA 6" (152mm) —
STANDARD FORM
UNIT

EXOAIR 110AT, DYMONIC
100 OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

HORIZ/VERT _~

REINFORCEMENT
AS PER CODE OR

<

ALUMINUM JAMB
ANCHOR CLIPS

AS SPECIFIED
(SEE NOTE 1)

OPENING
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL EQUIVALENT

NOTES:

WINDOW FRAME
BY OTHERS

(38mm) MIN.
COVER

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND WINDOW FRAME
c/w DRAIN SLOT AT
CENTER OF SILL

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,

whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability

related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Jamb, Aluminum Framed Window,

- N Detail: Concrete Mounted, Direct Applied Acrylic Finish File Name:
r Drawn by: KS Checked by: KS Scale: 1:4
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NUDURA 6" (152mm)
STANDARD FORM UNIT

[N

! .
I —
| < —
DRYVIT TEXTURED | S ——
ACRYLIC FINISH OR I > —
FUNCTIONAL |
EQUIVALENT " I ﬁ -
[ .
ol /\
FOR MULTI-STOREY | i 1 /
APPLICATIONS, MESH | mE— 4
TO LAP BACK AROUND 1 T
BUCK TO LINK w/ |
DECORATIVE EPS FOAM | D)
TRIM APPLIED TO ) 2 — |
NUDURA FORM USING v . d . 4 _—
EPS COMPATIBLE &
ADHESIVE Z
S o —
g ¥ /
e o
£ 8
Q
T~

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

1 9."]

WINDOW FRAMING
BY OTHERS

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

MIN. 3" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

FASTEN MESH TO BUCK PRIOR
TO PLACING BUCK AT HEAD
CONDITION

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" MIN. ON INTERIOR SIDE OF
EPS c/w FOAM ROD/CAULK OR
SEAL TO INTERIOR EDGE OF
FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

Nudura 6" (152mm) Form Unit, Window Head, Aluminum Framed Window,

- N Detail: Wood Rough Buck, Direct Applied Acrylic Finish File Name:

Drawn by: KS Checked by: KS Scale: 1:4
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WINDOW FRAMING
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH
TO LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

2x2 (38mmx38mm)
ROUGH NAILER

DECORATIVE EPS
FOAM TRIM APPLIED
TO NUDURA FORM
USING EPS
COMPATIBLE
ADHESIVE

NUDURA 6" (152mm)
STANDARD FORM
UNIT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

NOTES:

= y
= |
\ﬁ
N — |
®
5 -
A — ]
Lzl 4 g B
| 7
|| B
| A
[ A R
- [
|| ]
| -
|
| —

aNaNah
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1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

E

GYPSUM BOARD
RETURN TO FRAME

2x3" (38mmX64mm)
ROUGH NAILER

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL
EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF SILL
PRIOR TO FRAME
INSTALLATION

OPENING REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

MIN. 3" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

vp Nudura

Nudura Technical Support: 866-468-6299
International: +1 705-726-9499

Nudura 6" (152mm) Form Unit, Window Sill, Aluminum Framed Window,

Detail: Wood Rough Buck, Direct Applied Acrylic Finish File Name:
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MIN. 1" (13mm) GYPSUM BOARD

FASTEN MESH TO BUCK
PRIOR TO PLACING BUCK
AT JAMB CONDITION

—— ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL

EQUIVALENT
Vi
7 GYPSUM BOARD
7, / RETURN TO FRAME

@g//l_\l_\l_\l_\l_\l_\{ag

<
NUDURA 6" (152mm) —|

STANDARD FORM
<~<

A

ALUMINUM JAMB
ANCHOR CLIPS

NS

UNIT
HORIZ/VERT _~

REINFORCEMENT
AS PER CODE OR

N
| 9 ) | EXOAIR 110AT, DYMONIC
| 9= 100 OR FUNCTIONAL
- | 1 EQUIVALENT 3" MIN. ON
// - INTERIOR SIDE OF EPS

AS SPECIFIED
(SEE NOTE 1)

—— WINDOW FRAME

BY OTHERS

OPENING
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND WINDOW FRAME
c/w DRAIN SLOT AT

DRYVIT TEXTURED
ACRYLIC FINISH OR
FUNCTIONAL EQUIVALENT

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

(38mm) MIN.

CENTER OF SILL

Ly

DECORATIVE EPS FOAM
TRIM APPLIED TO NUDURA
FORM USING EPS
COMPATIBLE ADHESIVE

COVER

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows
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NUDURA 6" (152mm)

STANDARD FORM UNIT
| A
DRYVIT TEXTURED | B & N 4 o=
ACRYLIC FINISH OR | — @
FUNCTIONAL W -
EQUIVALENT | ﬁ
T 1 /]

FOR MULTI-STOREY
APPLICATIONS, FASTEN
MESH TO BACK OF
TEMPORARY BUCK TO
ALLOW MESH TO BOND

,,,,,,,

|

,,,,,,,

TRIM APPLIED TO

WITH CONCRETE | — K
DECORATIVE EPS FOAM D
l —

A

NUDURA FORM USING Z i
EPS COMPATIBLE ﬁ/
ADHESIVE —
{} o N\ | o
S @ : -
Ge g 4 I % "

FOAM BACKER ROD AND
CONTINUOUS CAULKING
AROUND FRAME

il

WINDOW FRAMING
BY OTHERS

NOTES:

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE
CODES (CODE GOVERNS)

MIN. 3" (13mm)
GYPSUM BOARD

HORIZ/VERT
REINFORCEMENT AS PER
CODE OR AS SPECIFIED
(SEE NOTE 1)

LINTEL REINFORCEMENT
AS PER CODE OR AS
SPECIFIED

FASTEN MESH TO BACK OF
TEMPORARY BUCK TO ALLOW
MESH TO BOND WITH
CONCRETE

ENGINEERED FRAMING
SYSTEM BY PREBUCK
LLC OR FUNCTIONAL
EQUIVALENT

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL EQUIVALENT
3" MIN. ON INTERIOR SIDE OF
EPS c/w FOAM ROD/CAULK OR
SEAL TO INTERIOR EDGE OF
FRAME

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and

Prebuck to ensure you have the most recent version.

Non-Combustible Construction - Windows

vp TREMCO
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WINDOW FRAMING
BY OTHERS

FOR MULTI-STOREY
APPLICATIONS, MESH
TO LAP BACK AROUND
BUCK TO LINK w/
CONCRETE

FOAM BACKER ROD
AND CONTINUOUS
CAULKING AROUND
FRAME

DECORATIVE EPS
FOAM TRIM APPLIED
TO NUDURA FORM
USING EPS
COMPATIBLE
ADHESIVE

NUDURA 6" (152mm)
STANDARD FORM
UNIT

DRYVIT TEXTURED / 3

ACRYLIC FINISH OR
FUNCTIONAL
EQUIVALENT

NOTES:

&

GYPSUM BOARD
RETURN TO FRAME

EXOAIR 110AT, DYMONIC 100
OR FUNCTIONAL

. EQUIVALENT 3" MIN. ON
INTERIOR SIDE OF EPS

Y

AN
()
A
<7
I AS PER CODE OR AS
\ SPECIFIED
<l

— ] \ COMPRESSIBLE AIR SEAL
GASKET APPLIED TO FULL
LENGTH REAR EDGE OF SILL
PRIOR TO FRAME

— N INSTALLATION

o \ OPENING REINFORCEMENT

| [T~ HORIZIVERT

REINFORCEMENT AS PER

J—"\_/
I
0
I — |
I 4
% | <a
i
[
i
¢1
I
I
| -

1) FOR OPTIMAL REINFORCEMENT PLACEMENT IN THE NUDURA FORM,
SPACING OF HORIZONTAL REINFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTIPLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT

PLACEMENT DETAILS.

2) AIR BARRIER/DRAINAGE FLASHINGS TO BE INSTALLED AROUND
COMPLETE OPENING PERIMETER AS PER TREMCO/NUDURA
APPLICATION INSTRUCTIONS OR AS DETAILED BY LOCAL APPLICABLE

CODES (CODE GOVERNS)

] CODE OR AS SPECIFIED
(SEE NOTE 1)

< MIN. 2" (13mm)
GYPSUM BOARD

This detail is for general informational purposes, only. The project design professional determines, in its sole discretion,
whether this detail or a functionally equivalent detail is best suited for the project with respect to any architecture,
engineering, and design requirements, including any local building code requirements. If this document is not reviewed
and the product is not approved for use by a licensed design professional, the customer agrees that the detail may contain
substantive flaws requiring correction, and hereby releases Tremco CPG Inc. and Prebuck, LLC from any and all liability
related to the design and installation of the product. This detail is subject to change without notice. Contact Tremco and
Prebuck to ensure you have the most recent version.

Non- Combustible Construction - Wi ndows
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NOTES:
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SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457 mm) O. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FIED AT

MULTI PLES O
PLACEMENT D
2)

APPLI CATI ON

F 8" (203mm)
ETAILS.

0. C.

Al R BARRI ER/ DRAI NAGE FLASHINGS TO BE
COMPLETE OPENI NG PERIMETER AS PER TREMCO, Y Ihe irsyulr
I NSTRUCTI ONS OR AS DETAILED

REFER TO NUDURA REI NFORCEMENT

This detail is for
whether this detail

gener al
or

is not

—~=+—— WI NDOW FRAME

a functionally equ
and design requirements,
approved for
substantive flaws requiring correction,

related to the design and installation of

BY OTHERS

FOAM BACKER RO
CONTI NUOUS CAUL
AROUND WI NDOW H
c/w DRAI N SLOT
CENTER OF SILL

DECORATI VE EPS

TRI' M APPLI ED T(
FORM USI NG EPS
COMPATI BLE ADHHE

informational

r
a
inc di
use b a

p o
i e
| ng any loc
y licensed d
n hereby rele

u
v
u
d
the product.

is
lal |
esi
a s e
[Thi

CODES (CODE GOVERNS) Prebuck to ensure you have the most recent version.
Non- Combustible Construction - Wi ndows
udura 6 (152mm) Form Unit, Wi ndow {0 s A I um Frame Wi ndow,
- DEtaC'oﬁcrete Mount ed, Direct Applied Acr 'Iél!mc7 eFinNiuazmé]‘
',NUdura DrawnKiSy : CheckeK Dy: [Sscalle: 4 H6 DO 6 , 'REMCO
Nud Technical s Rewbeiloels- §29/0Revi se K AB: |Dat 87 13/ 2024
Nugura Technical supporiRewis B |paras13/20 Construction




NUDURA 6" ( 2
STANDARD FORM
UNI T

MI N. (13mm)
GYPSUM BOARD

HORI Z/ VERT

REI NFORCEMENT
PER CODE OR AS
SPECI FI ED ( SEE

DRYVI T DRAI B
EXTERI OR

| NSULATI ON

FI NI SHI NG SYST
OR FUNCTI ONAL
EQUI VALENT

LI NTEL REI NFOR
AS PER CODE OR
SPECI FI ED

FASTEN MESH TO
PRI OR TO PLACI
BUCK AT HEAD
CONDI TI1 ON

FOR MULTI -S
APPLI CATI GNS,

LAP BACK AROUND,
BUCK TO LINK w/,
CONCRETE '

ENGI NEERED FRA

o SYSTEM BY PREB
. E W LLC OR FUNCTI O
Ao 2 EQUI VALENT
_ 0
GYPSUM BOARD
RETURN TO FRAM
FOAM BACKE 0
AND CONTI NUOUS EXOAIR 110AT,
CAULKI NG AROUN 100 OR FUNCTI O
FRAME EQUI VALENT 3"
| NTERI OR SI DE
c/w FOAM ROD/ C
WI NDOW FRAMI BY SEAL TO | NTERI
OTHERS OF FRAME

NOTES:

1) FOR OPTI MAL REI NFORCEMENT PLACEMENT I N THE NUDURA FORM,

SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"

(457 mm) Oo. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FI ED AT

MULTI PLES OF 8" (203 mm) O. C. REFER TO NUDURA REI NFORCEMENT
PLACEMENT DETAILS. This detail is for general informational
2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equ
COMPLETE OPENI NG PERIMETER AS PER TREMCO N Ihe orduuird dosnd et uees
APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, hereby relefase:

related to the design and installation of he product. [Jrhi

CODES (CODE GOVERNS) Prebuck to ensure you have the most recent version.

rpo
alent detailflis
ding any locfl |
a licensed dlesi
e

pu
iv
I u
y
nd
t

Non- Combustible Construction - Wi ndows

Nudura 6" (152mm) Form Unit, Wi ndow H s A I um Frame Wi ndow,
Det olltj)ti Rough Buck, Drainabl e EIFS 'que Nu&n}hé\

",NUdu"a brawnKiS: |CheckeK Dy: |scall: 4 HEEO 1 ,TREMCO

Nudura Technical SupportRE\BEGIQJG&B #ZQQREViSEKA)B: Dat 8/ 13/ 2024
International: +1 705- 726—9499

Construction ro

www. tremcocpg.com




WI NDOW FRA G
BY OTHERS

FOR MULTI - S Y /—fGYPSUM BOARD
APPLI CATI ONS, I || RETURN TO FRAME
TO LAP BACK AROUND i F
| I—
BUCK TO LI NK w (G T ]
CONCRETE
NN\ L — 2x 3" (38mMmX64mm
AN ROUGH NAI LER
— NG

FOAM BACKE 0] 3 RN

AND CONTI Nuous'! - ®

CAULKI NG AROUNDI || —— EXOAIR 110AT, D

FRAME I ] ] 100 OR FUNCTI ON
T = — EQUI VALENT 3" M
i | | NTERI OR SI DE O
il %} B q

2x2 (38mm mmﬂ . ] , —

ROUGH NAILER ; - A
WL COMPRESSI BLE Al
| » GASKET APPLI ED
. " —— B LENGTH REAR EDG

OPENI [N | ] SILL PRIOR TO F

REI NFORCEMENT /I [} | NSTALLATI ON

AS PER CODE ORYl T ZS$\\\

AS SPECIFIED || |
I | ~— |7~ HORI Z/ VERT

REI NFORCEMENT A
CODE OR AS SPEC

NUDURA 6" ( 2 mfm)

STANDARD FORM f ‘24* ] T (SEE NOTE 1)
UNI T s | I

i

I B N
DRYVI T DRAI 'E ‘fE‘* ] T \\*Ml%ﬂ (13mm)
EXTERI OR I NS T | U a < GYPSUM BOARD

FI NI SHI NG SYSTEM OR
FUNCTI ONAL EQUI VALENT

NOTES:

1) FOR OPTI MAL REI NFORCEMENT PLACEMENT I N THE NUDURA FORM,
SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457 mm) Oo. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FI ED AT
MULTI PLES OF 8" (203 mm) O. C. REFER TO NUDURA REI NFORCEMENT
PLACEMENT DETAILS. This detail is for general informational purposes, only T
2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equivalent detaillis
COMPLETE OPENING PERIMETER AS PER TREMCONS [he p70uuct 18 ot Tapprovea tor se by a Itconted ofsi
APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, and hereby relefse:

lated t th d d tallat f th d t. [th
CODES (CODE GOVERNS) Prebuck to ensure you have the most recent version. '
Non- Combustible Construction - Wi ndows
Det Nuldura 6" (152mm) Form Unit, Wi ndow S|&_-|I|,e ANuan}hgum Framed Wi ndow,

oo d Rough Buck, Drainabl e EIFS

",NUdu"a brawnKiS: |CheckeK Dy: |scall: 4 H6EO 2 ,TREMCO

Nudura Technical SupportRE\BEGIQ)eiB #ZQQREViSEKA)B: Dat 8/ 13/ 2024
International: +1 705- 726—9499

Construction ro

www. tremcocpg.com




WI NDOW FRA G
BY OTHERS

FOR MULTI - S Y /—*GYPSUM BOARD
APPLI CATI ONS, A EN RETURN TO FRAME
MESH TO BACK O
TEMPORARY BUCKI( TO
ALLOW MESH TO OND
WI TH CONCRETE

e
N

— 1 [—EXOAIR 110AT, D
] 100 OR FUNCTI ON
EQUI VALENT 3" M
I NTERI OR SI DE O

FOAM BACKE O
AND CONTI NUOUS
CAULKI NG AROU
FRAME

\4*COMPRESSIBLE Al
- GASKET APPLI ED
] LENGTH REAR EDG
SILL PRI OR TO F
I NSTALLATI ON

OPENI
REI NFORCEMENT .
AS PER CODE OR}|
AS SPECI FI ED |

: — | ~—— HORI Z/ VERT
= I REI NFORCEMENT A
5 CODE OR AS SPEC
(SEE NOTE 1)

NUDURA 6" (-152 mm)
STANDARD FORM [p

UNI T | ] ]

I \
DRYVI T DRAI 'E : | T "\\*M|§ﬂ (13mm)
EXTERI OR | NS T 1 oN g GYPSUM BOARD

FI NI SHI NG SYSTEM OR
FUNCTI ONAL EQUI VALENT

NOTES:
1) FOR OPTI MAL REINFORCEMENT PLACEMENT I N THE NUDURA FORM
SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O.C. AND VERTICAL REINFORCEMENT TO BE SPECIFIED AT
MULTI PLES OF 8" (203mm) O.C. REFER TO NUDURA REINFORCEMENT
PLACEMENT DETAI LS. This detail

is for general informational purposes only T

2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equivalent detaillis

COMPLETE OPENING PERIMETER AS PER TREMCOZNS TR'ilo, 270 decion roasiamenis, (neivsins any loshl

APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, nd hereby relelse

CODES (CODE GOVERNS) Prebuck to ensure yau have the mosi recent versien. [
Non- Combustible Construction - Wi ndows

Nudura 6" (152mm) Form Unit, Wi ndow B¢ Iy, A I um Frame Wi ndow,
Det oﬂd Rough Buck, Drainabl e EIFS F‘ Ie Nu&n}hé\

",NUdu"a brawnKiS: |CheckeK Dy: |scall: 4 H6 EO 3 ,TREMCO

Nudura Technical SupportRE\BEGIQ)eiB #ZQQREViSEKA)B: Dat 8/ 13/ 2024
International: +1 705- 7(26—9499 Construction ro

www. tremcocpg.com




FASTEN MESH TO B K PRI OR ENGI NEERED FRAMI

TO PLACI NG BUCK AT AMB SYSTEM BY PREBU

CONDI TI ON OR FUNCTI ONAL
EQUI VALENT

GYPSUM BOARD RE]
///ﬁTO FRAME

| _— ALUMI NUM JAMB
(e ANCHOR CLIPS

(I
iéX;EXOAIR 110AT, D

MIN" (13mm)
GYPSUM BOARD

\}é\

]\5;1_\1_\1_\1_\1_\1_\ j\g}g\il_

Y
SNERR

fk 100 OR FUNCTI ON/
= [ EQUI VALENT 3" Ml]
| | NTERI OR S| DE OF
HORI Z/ VERT — |
REI NFORCEMENT 1
AS PER CODE oR%wﬂmﬂwMM%wwmwwwwwmw”mﬁﬂT
AS SPECI FI ED |
(SEE NOTE 1) ‘ H WI NDOW FRAME
1 BY OTHERS
1n
OPENI NG REI NFORCEMENT A 12 FOAM BACKER ROD
PER CODE OR AS SPECI FI ED (38mm) MI N. CONTI NUOUS CAUL
COVER AROUND WI NDOW F
c/w DRAIN SLOT
OF SILL

DRYVI T DRAI NABLE TERI OR
I NSULATI ON FI NI SHI NG SYSTEM
OR FUNCTI ONAL EQUI VALENT

NOTES:

1) FOR OPTI MAL REI NFORCEMENT PLACEMENT I N THE NUDURA FORM,
SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FI ED AT
MULTI PLES OF 8" (203mm) O.C. REFER TO NUDURA REI NFORCEMENT

PLACEMENT DETAILS. This detail is for general informational purposes only T

2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equivalent detaillis

COMPLETE OPENING PERIMETER AS PER TREMCONS [he p70uuct 18 ot Tapprovea tor se by a Itconted ofsi

APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, nd hereby relefse:

lated t th d d tall t f th d t. fTh

CODES (CODE GOVERNS) Prebuck to ensure you have (he most recent version. '
Non- Combustible Construction - Wi ndows

Nudura 6" (152mm) Form Unit, Wi ndow {0 s A I um Frame Wi ndow,
Det olltj)ti Rough Buck Drainabl e EIFS ,g[nqe Nu&n}hé\

",NUdu"a brawnKiS : |CheckeK Sy: |scall: 4 HEEO 4 ,TREMCO

Nudura Technical SupportRE\BEGIQJG&B SZQQReViseKA)B: Dat 8/ 13/ 2024

9499

International: +1 705- 72694

Construction ro

www. tremcocpg.com




EQUI VALENT

NUDURA 6" (i52mm) MI N, (13mm
STANDARD FORM Jk_ | — a<g| — //7gygsuh BOAQD
UNI T | e _—
%LL 7} : <
e e B ' [ - —
} ] \Efi |1 HORI Z/ VERT
| REI NFORCEMENT
DRYVI T DRAI BUE | PER CODE OR AS
EXTERI OR o — - ;ﬁi zal SPECI FI ED ( SEE
| NSULATI ON I o
FI NI SHI NG SYSTEM
OR FUNCTI ONAL 7y N A
|

Lo FLINTEL REI NFOR
AS PER CODE OR
SPECI FI ED

FOR MULTI - S

|
]

s \
ST
W
\
\W

APPLI CATI ONS, FAST) FASTEN MESH TO
MESH TO BACK OF/\ PRI OR TO PLACI
TEMPORARY BUCK (y B - BUCK AT HEAD
ALLOW MESH To BlonD J CONDI T1 ON
WI TH CONCRETE I
RN
T “ I 8 \.//{ —
E W+ //
RS - GYPSUM BOARD
w00 S S — |y RETURN TO FRAM
e S
Mg
AND CONTI NUOUS ——EXOAIR 110AT
CAULKI NG AROUN éooleiLEE$CTLO
FRAME QY >
| NTERI OR S| DE
c/w FOAM ROD/ C
WI NDOW FRAMI BY SEAL TO 1 NTERI
OTHERS OF FRAME
NOTES:

1) FOR OPTI MAL REI NFORCEMENT PLACEMENT I N THE NUDURA FORM
SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FI ED AT
MULTI PLES OF 8" (203mm) O.C. REFER TO NUDURA REI NFORCEMENT

PLACEMENT DETAILS. This detail is for general informational purposes, only T
2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equivalent detaill]is
and design requirements, including any | ocj!l |

COMPLETE OPENI NG PERIMETER AS PER TREMCO N the o reu il it ot annioveam ot uee oy a Moeanton ke,
APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, and hereby relefase:

related to the design and installation of the product. fJrhi

CODES (CODE GOVERNS) Prebuck to ensure you have the most recent version.

Non- Combustible Construction - Wi ndows

udura 6 (152mm) Form Unit, Wi ndow H s A I um Framed Wi ndow,
DEtaC'ofH:rete Mounted, Drainable EIFS 'qu e Nu&n}hé\

",NUdu"a brawnKiS: |CheckeKDy: |scall: 4 HEEO S ,TREMCO

Nudura Technical SupportRE\BEGIQ)eiB #ZQQREViSEKA)B: Dat 8/ 13/ 2024
International: +1 705- 726—9499

Construction ro

www. tremcocpg.com




WI NDOW FRA G
BY OTHERS

FOR MULTI - S Y ~— GYPSUM BOARD
APPLI CATI ONS, ASTEN - RETURN TO FRAME
MESH TO BACK O i F
TEMPORARY BUCK| TO ]
ALLOW MESH TO BOND =
WI TH CONCRETE
= N — | T— EXOAIR 110AT, D
FOAM BACKE on~= | — N ] 100 OR FUNCTI ON
© EQUI VALENT 3 M
AND CONTI NUOUS . () I NTERIOR SIDE o
CAULKI NG ARoung || | N
FRAME Il :
/N S o
I § B N N COMPRESSIBLE Al
- — , — GASKET APPLI ED
I [ — S LENGTH REAR EDG
| SILL PRIOR TO F
1 | NSTALLATI ON
| <
OPENI I ] 4?\\\\\47 -
REI NFORCEMENT || .

|
|
|
AS PER CODE OR /[  []
AS SPECIFIED |- | 4 HWORI z/ VERT
ot
\
|
|
T

REI NFORCEMENT A
CODE OR AS SPEC
(SEE NOTE 1)

NUDURA 6" ( 2 mm)
STANDARD FORM |}

UNI T L — ]
f -
| . \
DRYVI T DRAI e | — ] \\*M|@ﬂ (13mm)
EXTERI OR | NS \fz ol & R GYPSUM BOARD

FI NI SHI NG SYSTEM OR
FUNCTI ONAL EQUI VALENT

NOTES:

1) FOR OPTI MAL REI NFORCEMENT PLACEMENT I N THE NUDURA FORM,
SPACI NG OF HORI ZONTAL REI NFORCEMENT TO BE SPECIFIED AT 18"
(457mm) O. C. AND VERTI CAL REI NFORCEMENT TO BE SPECI FI ED AT
MULTI PLES OF 8" (203mm) O.C. REFER TO NUDURA REI NFORCEMENT

PLACEMENT DETAI LS. This detail is for general informational purposes only T

2) Al R BARRI ER/ DRAI NAGE FLASHI NGS TO BE whether this detail or a functionally equivalent detaillis

COMPLETE OPENING PERIMETER AS PER TREMCO nd 1R pl0uuct iS00 approved tor use by o Iicensed dpsi

APPLI CATI ON | NSTRUCTI ONS OR AS DETAI LED substantive flaws requiring correction, nd hereby relefse:

CODES (CODE GOVERNS) Prebuck to ensure yau have the mosi recent versien. [
Non- Combustible Construction - Wi ndows

udura 6 (152mm) Form Unit, Wi ndow B¢ Iy, A I um Frame Wi ndow,
DEtaC'ofH:rete Mounted, Drainable EIFS F‘ Ie Nu&n}hé\

",NUdu"a brawnKiS: |CheckeKDy: |scall: 4 HEEO 7 ,TREMCO

Nudura Technical SupportRE\BEGIQ)eiB #ZQQREViSEKA)B: Dat 8/ 13/ 2024
International: +1 705- 726—9499

Construction ro

www. tremcocpg.com




	Sheets and Views
	Windows_Revised-E6D01

	Sheets and Views
	Windows_Revised-E6D02

	Sheets and Views

