INTEGRATED BUILDING TECHNOLOGY
Building Value

NUDURA 12" (305 mm) STANDARD FORM UNIT
STANDALONE UNIT
WALNUT VENEER/ FIBERGLASS LINER
ALUMINUM FRAMED WINDOW
WOOD ROUGH FRAME

This detail is suitable for non-combustible 1 to 3 storey high applications. For windows in brick clad multi-storey applications, refer to detail E12D03.

- OPENING REINFORCEMENT AS PER CODE OR AS SPECIFIED
- VAPOR BARRIER SEALLED TO FRAME
- 1/2" (13 mm) GYPSUM BOARD
- 1 1/2" (38 mm) MIN. VAPOR suicide
- CONCRETE BOLTS NAILS EMBEDDED TO SPECIFICATION
- NUDURA WATERPROOF MEMBRANE LAPPED OVER VAPOR BARRIER TO COMPLETE AIR SEAL
- STEEL UNTIL
- BRICK VENEER 2.5 (25 mm) AIR SPACE AND BRICK TIES
- WOOD/ VELVET STEEL BUCK
- 1/2" (13 mm) GYPSUM BOARD
- 2" (50 mm) EPS BOARD
- 2X 2" (50x50 mm)
- MASONRY OR BRICK SILL COURSE
- CONTINUOUS CAULKING FRAME TO CONTACT
- ALUMINUM WINDOW FRAME
- THROUGH WALL FLASHER AS PER CODE OR AS SPECIFIED
- SURFACE MOUNTED SILL PANE (OPTIONAL)
- OPENING REINFORCEMENT AS PER CODE OR AS SPECIFIED
- VAPOR BARRIER SEALLED TO FRAME
- 1/2" (13 mm) GYPSUM BOARD
- 1 1/2" (38 mm) MIN. VAPOR suicide
- CONCRETE BOLTS NAILS EMBEDDED TO SPECIFICATION
- NUDURA WATERPROOF MEMBRANE LAPPED OVER VAPOR BARRIER TO COMPLETE AIR SEAL
- STEEL UNTIL
- BRICK VENEER 2.5 (25 mm) AIR SPACE AND BRICK TIES
- WOOD/ VELVET STEEL BUCK
- 1/2" (13 mm) GYPSUM BOARD
- 2" (50 mm) EPS BOARD
- 2X 2" (50x50 mm)
- MASONRY OR BRICK SILL COURSE
- CONTINUOUS CAULKING FRAME TO CONTACT
- ALUMINUM WINDOW FRAME
- THROUGH WALL FLASHER AS PER CODE OR AS SPECIFIED
- SURFACE MOUNTED SILL PANE (OPTIONAL)