**Typical Cross Sections B-14**

**Pre-Engineered Roof Trusses or Rafters as per code**

**Brick Veneer c/w 1" (25mm) Air Space and Brick Ties as per code**

**NUDURA 6" (152mm) Form Horiz/Vert Reinforcing as per code or as specified in Appendix 'D' for above grade**

**3/8" (13mm) Gypsum Board**

**Minimum 6" (150mm) Below Grade of Acrylic Parge Coat**

**Grade Minimum 2% Slope**

**Existing Soil**

**Backfill Soil as per code**

**NUDURA 6" (152mm) Form Horiz/Vert Reinforcing Below Grade as specified per detail C-18**

**Footing and Stem Wall Depth to extend below frost penetration as per code**

**Continuous Concrete Footing on Undisturbed Soil as per code. Footing size as per code for 6" (152mm) Concrete Basement Wall plus One Story Concrete or Masonry Wall (Brick Veneer Finish & prevailing site conditions)**

**Note:** In addition to footing size indicated by code, add 1" (25.4mm) Width to Strip Footing for every 1'-0" (305mm) of Concrete Wall Height above 8'-0" (2440mm) per story.

---

**DISCLAIMER NOTICE:**

Specific information required for compliance with local codes is the responsibility of the designer.