ROOF SCAFFOLDING & ROOFING MATERIAL FINISH AS SPECIFIED

ENGINEERED ROOF TRUSSES

ROOF ANCHORAGE ALTERNATIVE WITH 2x6 (38mm x 140mm) PLATE W/ ANCHOR BOLTS AS PER CODE

EMBEDDED ROOF TRUSS ANCHOR BY ICF CONNECT LTD. INSTALLED PER MANUFACTURERS SPECIFICATIONS

SOFFIT/FASCIA AS PER CODE

NUDURA 6" (152mm) STANDARD FORM UNIT

HORIZ/VERT REINFORCEMENT AS PER CODE OR AS SPECIFIED PER APPENDIX "D"

1/2" (13mm) GYPSUM BOARD

BRICK OR NON-BRICK FINISH AS SPECIFIED

CEILING TECHNOLOGY ANGULAR CUT AT EDGE AND SEALED TO WALL WITH NUDURA SPRAY FOAM

RIGID PANEL (4" (13mm) GYPSUM BOARD)

2 LAYERS OF NUDURA CEILING TECHNOLOGY AND/OR STANDARD ATTIC INSULATION AS PER CODE

6 MIL (0.15 mm) POLYETHYLENE VAPOR BARRIER (CONTINUOUS) LAPPED AND SEALED TO NUDURA FORM

1x4 (28mm x 89mm) FURRING STRIP (FACTORY EMBEDDED) (16" (400mm) c/c)

6x6 (152mm x 152mm) AIR SHIELD MEMBRANE

NUDURA 6" (152mm) FORM UNIT ROOF CONNECTION DETAIL WITH ROOF TRUSSES, BRICK OR NON-BRICK FINISH

REG. NO. 005 KS
REV. DATE: SEPT 2015
DRAWN BY: J.N / N.L
SCALE: "Not to Scale"