ANCHOR BOLTS AS REQUIRED PER LOCAL CODE

THROUGH WALL FLASHING TO EXTEND OVER TAPER TOP FORM AND PARCE COAT AS PER CODE

\( \frac{3}{4} \) (5mm) ACRYLIC PARGE COAT TO MINIMUM OF 6" (150mm) BELOW GRADE

\#4 (10M) VERTICAL BAR @ 16" (405mm) O.C.

NUDURA DAMPROOFING/WATERPROOFING MEMBRANE

\#4 (10M) HORIZONTAL BAR @ 18" (457mm)

NUDURA 6" (152mm) OR 8" (203mm) STANDARD FORM UNIT

3- #4 (10M) BAR CONTINUOUS

DRAINED EARTH IN ACCORDANCE w/OBC

3" (75mm) MINIMUM CONCRETE COVER TO REINFORCEMENT STEEL

*REFER TO STRUCTURAL NOTES (C-13)

NUDURA 6" (152mm) OR 8" (203mm) DOUBLE SIDED TAPER TOP FORM UNIT

1 1/2" (38mm) CONCRETE COVER TO VERTICAL STEEL

NUDURA 6" (152mm) OR 8" (203mm) STANDARD FORM UNIT

\#4 (10M) @ 16" (405mm) HORIZ x 20" (508mm) VERT BENT BARS @ 16" (405mm) O.C.

4" (102mm) CONCRETE FLOOR SLAB w/ NUDURA FLOOR TECHNOLOGY (OPTIONAL)

4- 6" [152mm] MAX.

2'-8" [813mm]

10" [254mm]

16" [405mm]

6" [152mm]

8" [203mm]