TYPICAL DETAILS C-18

INSTALLATION MANUAL

1. BRICK VENEER c/w 1" (25mm) AIR SPACE AND BRICK TIES AS PER CODE

2. HORIZ/VERT REINFORCEMENT AS PER CODE OR AS SPECIFIED PER APPENDIX 'D'

3. FLASHING MATERIAL AND WEEP HOLES FINISHED GRADE MIN. 6" (150mm) OR AS PER CODE

4. GRADE MINIMUM 2% SLOPE

5. 3⁄4" (5mm) ACRYLIC PARGE COAT TO MINIMUM 6" (150mm) BELOW GRADE

6. NUDURA 6" (152mm) BRICK LEDGE FORM UNIT

7. NUDURA STANDARD 6" (152mm) FORM UNIT

8. NUDURA DAMPROOFING/WATERPROOFING MEMBRANE ONLY REQUIRED AS PER NOTE 'A'

9. CONTINUOUS CONCRETE FOOTING ON UNDISTURBED SOIL AS PER CODE AND NOTES PER APPLICABLE SECTION IN APPENDIX 'B'

NOTE A: NUDURA DAMPROOFING/WATERPROOFING MEMBRANE IS NOT REQUIRED EXCEPT WHEN THE INTERIOR FINISHED FLOOR LEVEL IS BELOW THE EXTERIOR FINISHED GRADE LEVEL

*REFER TO ENGINEERING NOTES FOR THE BRICK LEDGE FORM UNIT ON DETAIL C-5

DISCLAIMER NOTICE:
SPECIFIC INFORMATION REQUIRED FOR COMPLIANCE WITH LOCAL CODES IS THE RESPONSIBILITY OF THE DESIGNER