TYPICAL DETAILS C-7

- **NUDURA 4” (102mm) STANDARD FORM UNIT**
- **HORIZ/VERT REINFORCEMENT AS PER CODE OR AS SPECIFIED PER APPENDIX ‘D’**
- **EXTERIOR FINISH AS SPECIFIED**
- **FINISHED GRADE MIN. 6” (150mm) OR AS PER CODE**
- **GRADE MINIMUM 2% SLOPE**
- **¾” (5mm) ACRYLIC PARGE COAT TO MINIMUM OF 6” (150mm) BELOW GRADE**
- **NUDURA DAMPROOFING/WATERPROOFING MEMBRANE**
- **½” (13mm) GYPSUM BOARD**
- **BLOCKING BETWEEN JOISTS AS PER CODE**
- **WOOD JOIST/TJI/TRUSS AS SPECIFIED**
- **SUB FLOOR**
- **2x4 (38mmx89mm) SILL PLATE ON SILL GASKET—ANCHOR BOLTS AS PER CODE**
- **ADDITIONAL ANCHORAGE OF FRAME TO PLATE INSTALLED WHERE REQUIRED BY CODES FOR HIGHER SEISMIC CATEGORIES**
- **NUDURA B” (203mm) TAPER TOP FORM UNIT**
- **NUDURA B” (203mm) STANDARD FORM UNIT**