TYPICAL DETAILS CE-12

INSTALLATION MANUAL

198

NUDURA STANDARD 152mm FORM UNIT

PLASTER BOARD

VERTICAL REINFORCEMENT AS SPECIFIED BY LOCAL PRESCRIPTIVE OR ENGINEERING DESIGN

LINTEL REINFORCEMENT AS SPECIFIED BY LOCAL PRESCRIPTIVE OR ENGINEERING DESIGN

18mm MIN. COVER

PROPRIETARY WINDOW BEAD AS SPECIFIED

NUDURA 152mm END CAP

WINDOW MOUNTING SCREW

WINDOW FRAME

WINDOW FRAME

WINDOW BOARD

NUDURA 152mm END CAP

NUDURA STANDARD 152mm FORM UNIT

OPENING REINFORCEMENT AS SPECIFIED BY LOCAL PRESCRIPTIVE OR ENGINEERING DESIGN

PLASTER BOARD

DISCLAIMER NOTICE:
SPECIFIC INFORMATION REQUIRED FOR COMPLIANCE WITH LOCAL CODES IS THE RESPONSIBILITY OF THE DESIGNER

NUDURA INTEGRATED BUILDING TECHNOLOGY
Building Value

STANDARD 152mm FORM UNIT WINDOW DETAILS WINDOW HEAD AND SILL DAMP PROOF COURSING EXTERIOR FINISH AS SPECIFIED

REV. NO.
001 KS

ENDING NO.
CE-12

DATE:
SEPT 2015

DRAWN BY:
K. STILL

SCALE:
1 : 5

INSTALLATION MANUAL